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The Emerson DX3 is an electronically operated expansion device
that provides precise control of refrigerant flow and system
superheat. The DX3 employs a high resolution linear stepper
motor actuator with a “Dry” stator which provides excellent field
serviceability, flexibility and high reliability. The patented bi-flow
design contributes DX3 achieving completely equal high MOPD
performance in both flow directions. In addition, the DX3 also
employs the take-apart body and IP65/IP67 protected stators.

The unique features and capacity range of the DX3 make it be
an appropriate solution for heat pump, electric bus air-conditioning,
light commercial air-conditioning, precision cooling, process
chiller, cold-room and test chamber etc.

Key Features:
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e Compatible with R22, R410A, R407C, R134a, R32, R404A, R507A, R448A, R449A, R450A and

R513A

e Broad capacity displacement: 8/10/12.5/15/20/25 Tons @ R22 application

e 12VDC Uni-polar stepper motor driven, 500 steps

¢ Bi-flow, same capacity and MOPD in both normal & reverse directions

e Long lifetime, high reliability: 250k full cycles’ reliability test

o IP65/IP67 protection

e CE certification

Nominal capacity and valve body selection:

Model PCN Nominal Capacity (kW)* Connection

R22 | R410A | R407C | R134a | R32 | R404A | R448A | R449A | R450A | R507A | R513A | Inlet x Outlet
DX3-008 | 098301 | 28.1 33 29.9 22 48.7 19.8 27.6 27 194 194 18.3 5/8 x 5/8 ODF
DX3-010 | 098302 | 35.2 41.3 374 27.5 60.9 24.7 34.6 33.9 24.3 24.2 22.9 5/8 x 5/8 ODF
DX3-012 | 098303 | 44 51.6 46.8 34.3 76.1 30.9 43.2 42.3 30.3 30.3 28.6 | 5/8 x 5/8 ODF
DX3-015 | 098304 | 52.8 62 56.1 41.2 91.4 37.1 51.8 50.8 36.4 36.4 34.3 5/8 x 5/8 ODF
DX3-020 | 098305 | 70.3 | 82.6 74.8 549 | 1218 | 494 69 67.6 48.4 48.5 45.7 | 5/8 x 5/8 ODF
DX3-025 | 098306 | 87.9 | 103.3 93.5 68.7 152.3 61.8 86.3 84.6 60.6 60.6 57.1 5/8 x 5/8 ODF

*The nominal capacity is based upon the following standard AHRI conditions:

Refrigerant

Evaporating Temperature

Condensing Temperature

Sub-cooling (K)

R404A, R134a, R22, R32, R507A,
R448A, R449A, R450A, R513A, R410A

+4°C

+38°C

1

R407C

+4°C dew point

+38°C bubble /+43°C dew point

1
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Stator kit selection:
Model PCN Description 3D Sketch

DX3 stator IP65 kit
e 12VDC coil with 2m cable
e 10-ring
e screw cap

DX3-SU205 098307

DX3 stator IP67 kit
e 12VDC coil with 2m cable
e 2 0O-rings
e screw cap

DX3-SuU207 098308

DX3 stator IP65 kit
e 12VDC coil with 3m cable and JST XHP-5
e 10-ring
e screw cap

DX3-SU305J | 098315

DX3 stator IP67 kit
e 12VDC coil with 3m cable and JST XHP-5
e 2 0O-rings
e screw cap

DX3-SU307J | 098316

DX3 stator IP65 kit
e 12VDC coil with 6m cable and JST XHP-5
e 10-ring
e screw cap

DX3-SU605J | 098323

DX3 stator IP67 kit
e 12VDC coil with 6m cable and JST XHP-5
e 2 0-rings
e screw cap

DX3-SU607J | 098324
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Valve technical data:
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Flow direction

Bi-flow

Flow characteristic

Linear (50~500 Steps)

MWP 680 psig (46.9 bar)

MOPD Normal dirgctiqn: 500 psig (34.5 bar)
Reverse direction: 500 psig (34.5 bar)

Burst 3400 psig (234.5 bar)

Seat leakage 150 ml/min

External leakage 2.83 glyear

Vibration <45¢g

Inlet refrigerant temperature -30~70 °C

Evaporation temperature -40~30 °C

Ambient temperature -40~70 °C

Protection index IP65/IP67

Compatible lubricants Mineral oil & POE

Weight 250 g

Stepper motor technical data:

Type

5 wires uni-polar stepper motor

Operation frequency/Step rate(Hz)

30~90 Hz, 50 Hz recommended
(1 Hz = 1 pulse per second)

Total pulses 500 pulses (Note: do not apply for more than 550 pulses)
Start to open at 6~52 pulses
Supply voltage 12 VDC (+/- 10%)

Nominal opening current @ 12 VDC

300 mA/phase

Resistance 40 Q/phase (+/- 10%)
Insulation class F
Cable length 2m/3m/6m, integrated with stator
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Stepper motor wiring and valve movement:

2-White Valve Movement (Pulses Switching Mode)
Wires Open: ——
Winding 1 Close: (———
& 2: White ON ON | OFF | OFF | OFF | OFF | OFF | ON
4: Black OFF | OFF | OFF | ON ON ON | OFF | OFF
4-Black 1. Brown | OFF | ON ON ON | OFF | OFF | OFF | OFF
3: Blue OFF | OFF | OFF | OFF | OFF | ON ON ON
Cg'GrE\' 5: Gray ON | ON | ON | ON | ON | ON | ON | ON
mmaon . -
| Winding 2
1-Brown 3-Blue
Flow Characteristic (Reference for Overall dimension (mm):
both normal and reverse directions): s
< > 60 mm Min
Ton 50+2 For Stator
30 r Install Or
27 I 4 DX3-025 :(p46 12‘; Removal
- // A L
24 i / Cable Length: 2m
21 & // /, DX3-020 (PS-31956-1)
18 i / / 1
: A i
15 // DX3-015 " it
B +I
12 L y. /'/ DX3-012 2 Cable Length: 3m
r /| AT A pxzow - —  (PS-31956-2)
9 // 7 77"~ DX3-008
N A o
e — ==
3 BLLE
Cable Length:6m
o Lol ¥ f  (PS-31956-3)
0 50 100 150 200 250 300 350 400 450 500 Pulse

Conditions: R22, condensing temperature 38°C,
evaporating temperature 4°C, sub-cooling 1K.

General information:

Technical data are correct at the time of printing. Updates may occur, and should you need confirmation of
a specific value, please contact Emerson clearly stating the information required.

Emerson cannot be held responsible for errors in capacities, dimensions, etc., stated herein. Products,
specifications and data in this literature are subject to change without notice.

The information given herein is based on data and tests which Emerson believes to be reliable and which
are in accordance with today’s technical knowledge. It is intended for use by persons having the appropriate
technical knowledge and skill, at their own discretion and risk.
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Extended capacities as expansion valves:

The following tables provide the capacity of valves at different conditions considering 1.5 bar pressure drop through
liquid line:

i Extended Capacity (kW)
'I(':é)rgg:pe;lstlSr% R 2 2 Evaporating Temperature (°C) \_f_alve
(*C) 15 | 10 5 0 5 | <10 | -15 | 20 | 25 | 30 | -35 | -40 ype
288 | 293 | 296 | 29.8 | 299 | 29.9 | 29.7 | 295 | 29.2 | 28.8 | 28.4 | 28.0 DX3-008
36.0 | 366 | 370 | 373 | 374 | 373 | 371 | 369 | 365 | 36.1 | 355 | 34.9 DX3-010
65 45.0 | 458 | 46.3 | 46.6 | 46.7 | 46.6 | 46.4 | 46.1 | 45.6 | 451 | 44.4 | 437 DX3-012
540 | 549 | 556 | 55.9 | 56.0 | 56.0 | 55.7 | 55.3 | 54.8 | 54.1 | 53.3 | 524 DX3-015
720 | 732 | 741 | 746 | 747 | 746 | 743 | 73.7 | 73.0 | 721 | 71.1 | 69.9 DX3-020
90.0 | 91.6 | 926 | 93.2 | 934 | 93.3 | 929 | 922 | 91.3 | 90.1 | 88.8 | 87.4 DX3-025
285 | 29.1 | 296 | 299 | 30.1 | 30.2 | 30.1 | 30.0 | 29.8 | 295 | 29.1 | 28.7 DX3-008
356 | 364 | 370 | 374 | 37.7 | 37.7 | 377 | 375 | 372 | 36.8 | 364 | 359 DX3-010
60 445 | 455 | 46.3 | 46.8 | 471 | 47.2 | 471 | 469 | 465 | 46.0 | 455 | 4438 DX3-012
534 | 546 | 555 | 56.1 | 56.5 | 56.6 | 56.5 | 56.2 | 55.8 | 55.3 | 54.6 | 53.8 DX3-015
712 | 729 | 741 | 749 | 753 | 755 | 753 | 75.0 | 744 | 73.7 | 728 | 71.7 DX3-020
89.0 | 91.1 | 926 | 93.6 | 941 | 943 | 942 | 93.7 | 930 | 921 | 91.0 | 89.7 DX3-025
27.7 | 28,6 | 29.2 | 29.7 | 30.0 | 30.2 | 30.2 | 30.2 | 30.0 | 29.8 | 295 | 29.1 DX3-008
347 | 357 | 365 | 371 | 375 | 37.7 | 378 | 37.7 | 375 | 37.2 | 369 | 364 DX3-010
55 433 | 44.7 | 45.7 | 464 | 46.9 | 47.2 | 47.2 | 47.1 | 46.9 | 46,5 | 46.1 | 455 DX3-012
52.0 | 53.6 | 54.8 | 55.7 | 56.3 | 56.6 | 56.7 | 56.6 | 56.3 | 55.8 | 55.3 | 54.6 DX3-015
69.3 | 715 | 731 | 743 | 750 | 754 | 756 | 754 | 750 | 745 | 73.7 | 72.8 DX3-020
86.7 | 89.4 | 914 | 928 | 938 | 943 | 944 | 943 | 938 | 93.1 | 92.1 | 91.0 DX3-025
26.6 | 27.7 | 285 | 29.1 | 296 | 29.9 | 30.0 | 30.0 | 30.0 | 29.8 | 29.6 | 29.3 DX3-008
332 | 346 | 356 | 364 | 370 | 373 | 375 | 376 | 375 | 37.3 | 37.0 | 36.6 DX3-010
50 415 | 43.2 | 445 | 455 | 46.2 | 46.7 | 46.9 | 469 | 46.8 | 46.6 | 46.2 | 458 DX3-012
49.8 | 519 | 534 | 546 | 554 | 56.0 | 56.3 | 56.3 | 56.2 | 559 | 55.5 | 54.9 DX3-015
66.4 | 69.1 | 71.2 | 728 | 739 | 74.7 | 750 | 751 | 749 | 746 | 74.0 | 73.2 DX3-020
83.0 | 86.4 | 89.1 | 91.0 | 924 | 93.3 | 938 | 939 | 93.7 | 93.2 | 925 | 915 DX3-025
249 | 263 | 274 | 28.2 | 288 | 29.2 | 295 | 29.7 | 29.7 | 29.6 | 29.4 | 29.2 DX3-008
312 | 329 | 342 | 353 | 360 | 36.6 | 369 | 37.1 | 37.1 | 37.0 | 36.8 | 36.5 DX3-010
45 39.0 | 41.1 | 428 | 441 | 450 | 45.7 | 46.1 | 46.3 | 46.4 | 46.2 | 46.0 | 45.6 DX3-012
46.8 | 494 | 514 | 529 | 54.0 | 54.8 | 55.3 | 55.6 | 55.6 | 55,5 | 55.2 | 54.7 DX3-015
624 | 658 | 685 | 705 | 720 | 73.1 | 738 | 741 | 742 | 740 | 73.6 | 73.0 DX3-020
779 | 823 | 856 | 88.2 | 90.1 | 91.4 | 92.2 | 927 | 92.7 | 925 | 92.0 | 91.2 DX3-025
228 | 246 | 259 | 27.0 | 278 | 28.3 | 28.7 | 29.0 | 29.1 | 29.1 | 29.0 | 28.9 DX3-008
285 | 30.7 | 324 | 33.7 | 347 | 354 | 359 | 36.2 | 364 | 36.4 | 36.3 | 36.1 DX3-010
0 35.6 | 384 | 405 | 421 | 434 | 443 | 449 | 453 | 455 | 455 | 454 | 451 DX3-012
428 | 46.0 | 486 | 505 | 52.0 | 53.1 | 53.9 | 544 | 54.6 | 546 | 544 | 54.1 DX3-015
570 | 614 | 648 | 674 | 694 | 70.8 | 71.8 | 725 | 728 | 728 | 726 | 72.2 DX3-020
713 | 76.7 | 81.0 | 842 | 86.7 | 88,5 | 89.8 | 90.6 | 91.0 | 91.0 | 90.7 | 90.2 DX3-025
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; Extended Capacity (kW)
'?é)mng:?;:t?rge R 2 2 Evaporating Temperature (°C) \_ll_alve

) 15 | 10 5 0 5 | 10 | .15 | 20 | 25 | -30 | -35 | -40 ype
200 | 223 | 240 | 253 | 264 | 271 | 27.7 | 281 | 28.3 | 284 | 28.4 | 28.3 | DX3-008
251 | 279 | 300 | 31.7 | 33.0 | 339 | 346 | 351 | 354 | 355 | 355 | 354 | DX3-010

35 313 | 348 | 375 | 39.6 | 41.2 | 424 | 433 | 439 | 442 | 444 | 444 | 44.2 | DX3-012
37.6 | 418 | 450 | 475 | 494 | 509 | 519 | 52.6 | 53.1 | 53.3 | 53.3 | 53.1 | DX3-015
50.1 | 55.7 | 60.0 | 634 | 659 | 678 | 69.2 | 70.2 | 70.8 | 71.0 | 71.0 | 70.8 | DX3-020
62.6 | 69.7 | 750 | 79.2 | 824 | 848 | 86.5 | 87.7 | 88.4 | 888 | 88.8 | 88.5 | DX3-025
164 | 194 | 216 | 23.3 | 246 | 256 | 264 | 269 | 272 | 275 | 275 | 275 | DX3-008
205 | 242 | 270 | 29.2 | 30.8 | 320 | 329 | 336 | 34.1 | 343 | 344 | 344 | DX3-010

30 256 | 303 | 338 | 364 | 385 | 40.0 | 41.2 | 420 | 426 | 429 | 43.0 | 43.0 | DX3-012
30.7 | 36.4 | 405 | 43.7 | 46.2 | 48.0 | 494 | 504 | 51.1 | 515 | 51.6 | 51.6 | DX3-015
409 | 485 | 541 | 58.3 | 61.6 | 64.0 | 659 | 67.2 | 68.1 | 686 | 68.9 | 68.8 | DX3-020
51.2 | 606 | 676 | 729 | 76.9 | 80.0 | 82.3 | 84.0 | 85.1 | 858 | 86.1 | 86.0 | DX3-025
11.0 | 156 | 186 | 208 | 225 | 23.8 | 247 | 254 | 259 | 26.3 | 26.5 | 26,5 | DX3-008
138 | 195 | 233 | 26.0 | 281 | 29.7 | 309 | 31.8 | 324 | 32.8 | 33.1 | 33.2 | DX3-010

o5 172 | 243 | 29.1 | 325 | 351 | 37.1 | 38.6 | 39.7 | 405 | 411 | 41.4 | 415 | DX3-012

20.7 | 29.2 | 349 | 390 | 422 | 446 | 46.4 | 47.7 | 48.6 | 493 | 49.6 | 498 DX3-015
275 | 389 | 465 | 521 | 56.2 | 594 | 61.8 | 63.6 | 64.8 | 65.7 | 66.2 | 66.4 DX3-020
344 | 487 | 58.2 | 651 | 70.3 | 743 | 77.3 | 795 | 81.1 | 821 | 82.7 | 82.9 DX3-025

124 | 183 | 22.1 | 249 | 269 | 285 | 29.6 | 305 | 311 | 315 | 31.7 DX3-010
155 | 229 | 276 | 31.1 | 336 | 356 | 37.0 | 38.1 | 388 | 39.3 | 39.6 DX3-012
20 186 | 274 | 332 | 373 | 404 | 427 | 444 | 457 | 46.6 | 47.2 | 475 DX3-015
248 | 36.6 | 442 | 49.7 | 53.8 | 56.9 | 59.2 | 60.9 | 62.1 | 629 | 63.3 DX3-020
31.0 | 457 | 553 | 621 | 67.3 | 71.1 | 740 | 76.2 | 77.7 | 78.6 | 79.2 DX3-025

8.2 13.0 | 159 | 18.0 | 19.6 | 20.7 | 21.6 | 22.2 | 22.6 | 22.9 DX3-008
10.2 | 16.2 | 19.9 | 225 | 245 | 259 | 27.0 | 278 | 28.3 | 28.7 DX3-010
128 | 20.3 | 249 | 28.2 | 306 | 324 | 33.7 | 347 | 354 | 358 DX3-012

15 153 | 243 | 299 | 338 | 36.7 | 389 | 405 | 41.7 | 425 | 43.0 DX3-015
205 | 324 | 398 | 451 | 489 | 51.8 | 54.0 | 555 | 56.6 | 57.3 DX3-020

256 | 405 | 498 | 56.3 | 61.2 | 648 | 675 | 694 | 70.8 | 71.7 DX3-025

6.8 122 | 154 | 176 | 19.2 | 204 | 21.2 | 219 | 223 DX3-008

8.5 153 | 19.2 | 220 | 240 | 254 | 265 | 27.3 | 27.9 DX3-010

10 106 | 191 | 241 | 275 | 30.0 | 318 | 33.2 | 341 | 3458 DX3-012

127 | 23.0 | 289 | 33.0 | 36.0 | 382 | 39.8 | 41.0 | 418 DX3-015
17.0 | 30.6 | 385 | 440 | 479 | 50.9 | 53.1 | 54.6 | 55.7 DX3-020
212 | 383 | 481 | 549 | 59.9 | 636 | 66.3 | 68.3 | 69.6 DX3-025

20190811_V3 6



DX3 Stepper Motor Driven Electronic Expansion Valve |Cooling Controls

&
EMERSON
i Extended Capacity (kW)
'Feor{]‘g:?;[wr% R4 1OA Evaporating Temperature (°C) \_I/_alve

) 15 | 10 5 0 5 | <10 | 15 | 20 | 25 | 30 | -35 | -40 ype
26.1 | 266 | 269 | 271 | 271 | 27.0 | 269 | 26.6 | 26.2 | 25.7 | 25.2 | 24.7 DX3-008
326 | 332 | 336 | 339 | 339 | 338 | 336 | 332 | 327 | 322 | 315 | 30.8 DX3-010

65 40.8 | 415 | 421 | 423 | 424 | 423 | 420 | 415 | 409 | 40.2 | 394 | 385 DX3-012
48.9 | 499 | 505 | 50.8 | 50.9 | 50.7 | 50.3 | 49.8 | 49.1 | 483 | 47.3 | 46.2 DX3-015
65.2 | 665 | 67.3 | 67.7 | 678 | 67.6 | 67.1 | 66.4 | 655 | 644 | 63.1 | 61.6 DX3-020
816 | 83.1 | 841 | 846 | 848 | 845 | 839 | 830 | 819 | 805 | 788 | 77.0 DX3-025
285 | 29.2 | 298 | 30.1 | 30.3 | 30.3 | 30.2 | 30.0 | 298 | 294 | 289 | 284 DX3-008
356 | 365 | 372 | 376 | 378 | 379 | 378 | 376 | 37.2 | 36.7 | 36.2 | 355 DX3-010

60 446 | 45.7 | 465 | 47.0 | 473 | 474 | 472 | 469 | 465 | 459 | 452 | 444 DX3-012
535 | 548 | 55.8 | 56.4 | 56.8 | 56.8 | 56.7 | 56.3 | 55.8 | 55.1 | 54.2 | 53.2 DX3-015
713 | 731 | 744 | 752 | 757 | 758 | 756 | 751 | 744 | 734 | 723 | 71.0 DX3-020
89.1 | 914 | 93.0 | 940 | 946 | 947 | 945 | 939 | 93.0 | 91.8 | 904 | 88.7 DX3-025
296 | 305 | 31.3 | 31.8 | 321 | 323 | 323 | 322 | 32.0 | 31.7 | 314 | 30.9 DX3-008
370 | 382 | 39.1 | 39.7 | 40.1 | 404 | 404 | 403 | 40.1 | 39.7 | 39.2 | 38.6 DX3-010

55 46.2 | 47.7 | 488 | 49.7 | 50.2 | 505 | 505 | 504 | 50.1 | 49.6 | 49.0 | 483 DX3-012
554 | 57.2 | 586 | 59.6 | 60.2 | 60.6 | 60.6 | 60.5 | 60.1 | 59.5 | 58.8 | 57.9 DX3-015
739 | 763 | 781 | 795 | 80.3 | 80.7 | 80.8 | 80.6 | 80.1 | 794 | 784 | 77.2 DX3-020
924 | 954 | 97.7 | 99.3 | 100.4 | 100.9 | 101.0 | 100.8 | 100.1 | 99.2 | 98.0 | 96.6 DX3-025
29.7 | 309 | 319 | 326 | 33.1 | 335 | 336 | 336 | 335 | 333 | 33.0 | 326 DX3-008
371 | 386 | 399 | 408 | 414 | 418 | 420 | 421 | 419 | 41.7 | 41.3 | 40.8 DX3-010

50 46.4 | 483 | 498 | 51.0 | 51.8 | 523 | 525 | 526 | 524 | 52.1 | 51.6 | 51.0 DX3-012
556 | 58.0 | 59.8 | 61.1 | 62.1 | 62.7 | 63.0 | 63.1 | 629 | 625 | 619 | 61.2 DX3-015
742 | 77.3 | 79.7 | 815 | 828 | 83.6 | 84.0 | 84.1 | 839 | 833 | 826 | 81.6 DX3-020
92.7 | 96.6 | 99.6 | 101.9 | 103.5 | 104.5 | 105.1 | 105.1 | 104.8 | 104.2 | 103.2 | 102.0 | DX3-025
290 | 306 | 31.8 | 328 | 335 | 34.0 | 343 | 344 | 344 | 343 | 341 | 338 DX3-008
36.2 | 382 | 39.7 | 409 | 418 | 424 | 428 | 43.0 | 43.0 | 429 | 426 | 42.2 DX3-010

45 453 | 47.7 | 49.7 | 51.2 | 523 | 53.1 | 53.6 | 53.8 | 53.8 | 53.6 | 53.3 | 52.8 DX3-012
543 | 57.3 | 59.6 | 614 | 62.7 | 63.7 | 643 | 645 | 646 | 644 | 639 | 63.3 DX3-015
724 | 764 | 795 | 819 | 836 | 849 | 857 | 861 | 86.1 | 858 | 853 | 845 DX3-020
90.5 | 955 | 99.4 | 102.3 | 104.6 | 106.1 | 107.1 | 107.6 | 107.6 | 107.3 | 106.6 | 105.6 | DX3-025
275 | 295 | 31.1 | 323 | 332 | 339 | 344 | 347 | 348 | 348 | 347 | 345 DX3-008
343 | 36.8 | 388 | 404 | 415 | 424 | 430 | 434 | 435 | 435 | 434 | 431 DX3-010

40 429 | 46.1 | 485 | 504 | 519 | 53.0 | 53.7 | 542 | 544 | 544 | 54.2 | 53.8 DX3-012
515 | 55.3 | 58.2 | 60.5 | 62.3 | 63.6 | 645 | 65.0 | 653 | 653 | 65.0 | 64.6 DX3-015
68.7 | 73.7 | 776 | 80.7 | 83.0 | 848 | 86.0 | 86.7 | 87.0 | 87.0 | 86.7 | 86.1 DX3-020
859 | 92.1 | 97.0 | 100.9 | 103.8 | 106.0 | 107.5 | 108.4 | 108.8 | 108.8 | 108.4 | 107.7 | DX3-025
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Condensin Extended Capacity (kW)
Temperatur% R410A Evaporating Temperature (°C) \_ll_alvee
(*C) 15 | 10 | 5 0 -5 10 | .15 | 20 | -25 | 30 | -35 | -40 P
251 | 27.7 | 29.7 | 31.2 | 324 33.3 34.0 34.5 34.7 34.9 34.8 34.7 DX3-008
314 | 346 | 37.1 | 39.0 | 405 | 417 | 425 43.1 43.4 | 43.6 43.5 43.4 DX3-010
35 39.2 | 43.2 | 46.4 | 488 | 50.7 52.1 53.1 53.9 54.3 54.5 54.4 54.2 DX3-012
471 | 519 | 55.6 | 58.6 | 60.8 62.5 63.8 64.6 65.1 65.4 65.3 65.0 DX3-015
62.8 | 69.2 | 742 | 78.1 | 81.1 83.4 85.0 86.2 86.9 87.1 87.1 86.7 DX3-020
785 | 86.5 | 92.7 | 97.6 | 101.4 | 104.2 | 106.3 | 107.7 | 108.6 | 108.9 | 108.9 | 108.4 DX3-025
21.7 | 25.0 | 27.6 | 29.6 | 31.1 32.3 33.2 33.8 34.2 345 34.6 34.5 DX3-008
271 | 313 | 345 | 370 | 389 | 404 | 415 42.3 42.8 43.1 43.2 43.2 DX3-010
30 339 | 39.1 | 431 | 46.2 | 48.6 50.5 51.8 52.8 53.5 53.9 54.0 54.0 DX3-012
40.7 | 47.0 | 51.8 | 55.5 | 58.3 60.6 62.2 63.4 64.2 64.7 64.9 64.8 DX3-015
542 | 62.6 | 69.0 | 739 | 77.8 80.7 83.0 84.5 85.6 86.2 86.5 86.4 DX3-020
67.8 | 783 | 86.3 | 924 | 97.2 | 100.9 | 103.7 | 105.7 | 107.0 | 107.8 | 108.1 | 108.0 DX3-025
16.6 | 21.4 | 24.7 | 27.3 | 29.2 30.7 31.9 32.7 33.3 33.7 34.0 34.0 DX3-008
20.8 | 26.7 | 309 | 34.1 | 36.5 38.4 39.9 40.9 41.7 42.2 42.5 42.6 DX3-010
o5 26.0 | 334 | 38.7 | 426 | 45.7 | 48.0 | 4938 51.2 52.1 52.7 53.1 53.2 DX3-012
31.2 | 40.1 | 464 | 51.2 | 54.8 57.6 59.8 61.4 62.5 63.3 63.7 63.8 DX3-015
416 | 53.4 | 619 | 68.2 | 73.1 76.9 79.7 81.9 834 | 844 84.9 85.1 DX3-020
52.0 | 66.8 | 77.3 | 85.3 | 91.4 96.1 99.7 | 102.3 | 104.2 | 105.5 | 106.2 | 106.4 DX3-025
7.3 | 16.0 | 20.8 | 24.2 | 26.7 28.7 30.1 31.2 32.1 32.6 33.0 33.2 DX3-008
9.1 | 20.0 | 26.1 | 30.3 | 334 35.8 37.7 39.1 40.1 40.8 41.3 415 DX3-010
20 114 | 25.0 | 32.6 | 37.8 | 41.8 | 448 | 47.1 48.8 50.1 51.0 51.6 51.9 DX3-012
136 | 30.1 | 39.1 | 45.4 | 50.1 53.7 56.5 58.6 60.1 61.2 61.9 62.2 DX3-015
18.2 | 40.1 | 52.1 | 60.6 | 66.9 71.7 75.3 78.1 80.2 81.6 82.5 83.0 DX3-020
22.7 | 50.1 | 65.1 | 75.7 | 83.6 89.6 94.2 97.6 | 100.2 | 102.0 | 103.1 | 103.7 DX3-025
5.6 | 152 | 20.1 | 235 26.0 27.9 29.3 304 | 31.1 31.7 32.0 DX3-008
7.0 | 19.0 | 25.1 | 294 32.5 34.8 36.6 38.0 | 38.9 39.6 40.0 DX3-010
15 8.8 | 238|314 | 36.7 | 40.6 | 43.6 45.8 47.5 48.7 49.5 50.0 DX3-012
105 | 28.6 | 37.7 | 441 | 487 52.3 54.9 56.9 58.4 59.4 60.0 DX3-015
14.1 | 38.1 | 50.3 | 58.7 65.0 69.7 73.3 75.9 77.9 79.2 80.1 DX3-020
176 | 476 | 629 | 734 81.2 87.1 91.6 94.9 97.3 99.0 | 100.1 DX3-025
28 | 142 | 19.2 22.6 25.0 26.9 28.3 29.3 30.0 30.5 DX3-008
35 | 178 | 24.0 28.2 31.3 33.6 35.3 36.6 375 38.2 DX3-010
10 43 | 222 | 30.0 35.3 39.1 42.0 | 44.2 45.8 46.9 47.7 DX3-012
52 | 266 | 36.0 | 423 | 46.9 504 | 53.0 | 54.9 56.3 57.3 DX3-015
6.9 | 35.5 | 48.0 56.4 62.6 67.2 70.7 73.2 75.1 76.3 DX3-020
8.6 | 444 | 60.0 70.5 78.2 84.0 | 88.3 915 93.8 95.4 DX3-025
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DX3 Stepper Motor Driven Electronic Expansion Valve |Cooling Controls

&
EMERSON
Condensing R407C Extended Capacity (kW) Valve
Temperature Evaporating Temperature (°C) Type
(*C) 15 [ 10 | 5 0 5 | <10 | -15 | 20 | 25 | 30 | -35 | -40

273 | 275 | 275 | 273 | 27.1 | 26.8 | 26.3 | 25.8 | 25.3 | 24.6 | 24.0 | 23.2 DX3-008
341 | 343 | 343 | 342 | 339 | 334 | 329 | 32.3 | 31.6 | 30.8 | 30.0 | 29.1 DX3-010
Dew Point 68.6 | 42.7 | 429 | 429 | 427 | 423 | 41.8 | 41.1 | 404 | 395 | 385 | 37.4 | 36.3 DX3-012
Bubble Point 65 | 51.2 | 51.5 | 51.5 | 51.3 | 50.8 | 50.2 | 49.4 | 48.4 | 47.4 | 46.2 | 44.9 | 436 DX3-015
68.3 | 68.6 | 68.7 | 68.3 | 67.7 | 669 | 658 | 64.6 | 63.2 | 61.6 | 59.9 | 58.1 DX3-020
85.3 | 858 | 858 | 854 | 84.7 | 836 | 82.3 | 80.7 | 789 | 77.0 | 749 | 72.7 DX3-025

28.0 | 283 | 285 | 28.4 | 283 | 28.1 | 27.7 | 273 | 26.8 | 26.2 | 25.6 | 25.0 DX3-008
350 | 354 | 35.6 | 35.6 | 354 | 35.1 | 34.7 | 34.1 | 335 | 32.8 | 32.0 | 31.2 DX3-010
Dew Point 63.9 | 43.7 | 442 | 445 | 445 | 442 | 439 | 433 | 42.7 | 41.9 | 41.0 | 40.0 | 39.0 DX3-012
Bubble Point60 | 525 | 53.1 | 53.3 | 53.3 | 53.1 | 52.6 | 52.0 | 51.2 | 50.3 | 49.2 | 48.0 | 46.8 DX3-015
70.0 | 708 | 71.1 | 71.1 | 708 | 70.2 | 69.3 | 68.3 | 67.0 | 65.6 | 64.1 | 62.4 DX3-020
875 | 885 | 88.9 | 889 | 885 | 87.7 | 86.7 | 85.3 | 83.8 | 82.0 | 80.1 | 78.0 DX3-025

282 | 287 | 29.0 | 29.1 | 29.1 | 289 | 28.7 | 284 | 27.9 | 27.4 | 269 | 26.3 DX3-008
352 | 358 | 36.2 | 36.4 | 36.4 | 36.2 | 359 | 354 | 34.9 | 343 | 336 | 32.8 DX3-010
Dew Point59.2 | 440 | 448 | 453 | 455 | 454 | 452 | 448 | 443 | 43.6 | 42.9 | 42.0 | 41.0 DX3-012
Bubble Point55 | 52.8 | 53.7 | 54.3 | 54.6 | 545 | 54.3 | 53.8 | 53.2 | 52.4 | 51.4 | 50.4 | 49.3 DX3-015
704 | 717 | 72.4 | 727 | 727 | 724 | 71.7 | 70.9 | 69.8 | 68.6 | 67.2 | 65.7 DX3-020
88.0 | 89.6 | 90.5 | 90.9 | 90.9 | 90.5 | 89.7 | 88.6 | 87.3 | 85.7 | 84.0 | 82.1 DX3-025

27.8 | 285 | 29.0 | 29.3 | 29.4 | 29.4 | 29.3 | 29.0 | 28.7 | 28.2 | 27.8 | 27.2 DX3-008
348 | 357 | 36.3 | 36.6 | 36.8 | 36.8 | 36.6 | 36.3 | 358 | 35.3 | 34.7 | 34.0 DX3-010
Dew Point 545 | 435 | 44.6 | 454 | 458 | 46.0 | 46.0 | 457 | 453 | 44.8 | 441 | 43.4 | 425 DX3-012
Bubble Point50 | 522 | 535 | 544 | 55.0 | 55.2 | 55.1 | 54.9 | 54.4 | 53.8 | 53.0 | 52.0 | 51.0 DX3-015
69.6 | 71.4 | 726 | 73.3 | 736 | 735 | 73.2 | 725 | 71.7 | 70.6 | 69.4 | 68.0 DX3-020
87.0 | 89.2 | 90.7 | 91.6 | 920 | 91.9 | 91.5 | 90.7 | 89.6 | 88.3 | 86.7 | 85.0 DX3-025

27.0 | 28.0 | 28.7 | 29.1 | 294 | 295 | 295 | 29.3 | 29.1 | 28.7 | 28.3 | 27.8 DX3-008
33.8 | 350 | 358 | 36.4 | 36.7 | 369 | 36.8 | 36.6 | 36.3 | 359 | 354 | 348 DX3-010
Dew Point49.7 | 42.2 | 43.7 | 44.8 | 455 | 459 | 46.1 | 46.0 | 458 | 454 | 449 | 44.2 | 435 DX3-012
Bubble Point45 | 50,7 | 525 | 53.7 | 54.6 | 55.1 | 55.3 | 55.3 | 55.0 | 54.5 | 53.9 | 53.1 | 52.2 DX3-015
675 | 699 | 71.7 | 72.8 | 735 | 738 | 73.7 | 733 | 72.7 | 71.8 | 70.7 | 69.5 DX3-020
84.4 | 87.4 | 89.6 | 91.0 | 91.9 | 922 | 92.1 | 91.6 | 90.8 | 89.8 | 88.4 | 86.9 DX3-025

257 | 269 | 27.9 | 285 | 29.0 | 29.2 | 29.3 | 293 | 29.1 | 28.9 | 285 | 28.1 DX3-008
321 | 337 | 348 | 35.7 | 36.2 | 365 | 36.7 | 36.6 | 36.4 | 36.1 | 35.7 | 35.1 DX3-010
Dew Point44.9 | 40.1 | 421 | 436 | 446 | 453 | 457 | 458 | 458 | 455 | 45.1 | 44.6 | 43.9 DX3-012
Bubble Point40 | 48.2 | 50.5 | 52.3 | 53.5 | 54.3 | 54.8 | 55.0 | 54.9 | 54.6 | 54.1 | 53.5 | 52.7 DX3-015
64.2 | 67.4 | 69.7 | 71.4 | 725 | 731 | 733 | 732 | 728 | 722 | 71.3 | 70.3 DX3-020
80.3 | 842 | 87.1 | 89.2 | 90.6 | 91.4 | 91.7 | 91.5 | 91.0 | 90.2 | 89.2 | 87.9 DX3-025
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DX3 Stepper Motor Driven Electronic Expansion Valve |Cooling Controls

&
EMERSON
Condensing Extended Capacity (kW)
Temperature R4O7C Evaporating Temperature (°C) \'I/'?/lp\)/:
(*C) 15 10 5 0o | 5 | -10]-15 | -20 | -25 [ -30 | -35 | -40

23.8 254 | 26.7 | 276 | 28.2 | 286 | 28.9 | 289 | 28.9 | 28.7 | 285 | 28.1 DX3-008
29.7 318 | 333|345 | 353|358 | 361|362 361|359 | 356|352 DX3-010
Dew Point 40.1 37.2 397 | 41.7 | 431 | 44.1 | 447 | 451 | 452 | 45.1 | 44.9 | 445 | 439 DX3-012
Bubble Point 35 | 44.6 477 | 50.0 | 51.7 | 52.9 | 53.7 | 54.1 | 54.3 | 54.2 | 53.9 | 53.4 | 52.7 DX3-015
59.5 63.6 | 66.6 | 689 | 705 | 71.6 | 72.2 | 72.4 | 72.2 | 71.8 | 71.2 | 70.3 | DX3-020
74.3 795 | 83.3|86.1 | 881 | 89.5 | 90.2 | 90.4 | 90.3 | 89.8 | 88.9 | 87.9 DX3-025

21.2 234 | 250 | 262|271 | 277|281 | 283|284 | 283|281 | 279 DX3-008
26.5 29.2 | 312|327 (338|346 | 351 | 354 | 354 | 354 | 351 | 348 | DX3-010
Dew Point 35.3 33.2 36.5 | 39.0 | 409 | 42.3 | 43.2 | 439 | 44.2 | 443 | 44.2 | 439 | 435 | DX3-012
Bubble Point 30 | 39.8 438 | 46.8 | 49.1 | 50.7 | 51.9 | 52.6 | 53.0 | 53.2 | 53.0 | 52.7 | 52.2 DX3-015
53.0 584 | 625 | 655 | 67.6 | 69.2 | 70.2 | 70.7 | 70.9 | 70.7 | 70.3 | 69.6 | DX3-020
66.3 73.0 | 781|818 | 846 | 86,5 | 87.7 | 88.4 | 88.6 | 88.4 | 87.9 | 87.1 DX3-025

17.7 207 | 228 | 244 | 255 | 264 | 27.0 | 27.3 | 275 | 27.6 | 275 | 27.3 | DX3-008
22.2 258 | 285 | 304 | 31.9 | 33.0 | 33.7 | 342 | 344 | 345 | 344 | 342 | DX3-010
Dew Point 30.4 | 27.7 323 | 356 | 381|399 412|421 | 427 | 430 | 43.1 | 43.0 | 42.7 | DX3-012
Bubble Point 25 | 333 387 | 427 | 45.7 | 479 | 494 | 505 | 51.2 | 51.6 | 51.7 | 51.6 | 51.2 DX3-015
443 516 | 57.0 | 60.9 | 63.8 | 659 | 67.4 | 68.3 | 68.8 | 68.9 | 68.8 | 68.3 | DX3-020
55.4 646 | 71.2 | 76.1 | 79.8 | 82.4 | 842 | 85.4 | 86.0 | 86.2 | 85.9 | 854 | DX3-025

12.7 17.0 | 199 | 22.0 | 23.6 | 24.7 | 255 | 26.1 | 26.4 | 26.6 | 26.6 | 26.5 DX3-008
15.9 213 | 249 | 275 | 295 | 30.9 | 31.9 | 32.6 | 33.0 | 33.2 | 33.3 | 33.2 DX3-010
Dew Point 25.6 19.9 26.6 | 31.1 | 34.4 | 36.8 | 386 | 39.9 | 40.7 | 41.3 | 41.6 | 416 | 415 DX3-012
Bubble Point 20 23.8 319 | 374 | 413 | 442 | 46.3 | 47.8 | 48.9 | 495 | 49.9 | 49.9 | 49.8 DX3-015
31.8 426 | 49.8 | 55.1 | 58.9 | 61.7 | 63.8 | 65.2 | 66.0 | 66.5 | 66.6 | 66.4 DX3-020
39.7 532 | 623|688 | 736 | 77.2 | 79.7 | 81.4 | 825 | 83.1 | 83.2 | 83.0 DX3-025

11.8 | 16.2 | 19.0 | 21.1 | 22.6 | 23.7 | 245 | 25.0 | 25.3 | 25,5 | 255 | DX3-008
147 | 202 | 23.8 | 26.4 | 28.3 | 29.6 | 30.6 | 31.3 | 31.7 | 31.9 | 31.9 DX3-010
Dew Point 20.7 184 | 252 | 29.8 | 33.0 | 35.3 | 37.0 | 38.2 | 39.1 | 39.6 | 39.8 | 39.9 DX3-012
Bubble Point 15 221 | 30.3 | 357 | 39.6 | 424 | 444 | 459 | 46.9 | 475 | 47.8 | 47.9 DX3-015
294 | 404 | 476 | 52.8 | 56.5 | 59.2 | 61.2 | 62.5 | 63.3 | 63.7 | 63.8 | DX3-020
36.8 | 505|595 | 659 | 70.6 | 74.1 | 765 | 78.1 | 79.2 | 79.7 | 79.8 | DX3-025

106 | 151 | 18.0 | 20.0 | 21.5 | 225 | 23.3 | 23.8 | 24.1 | 24.2 DX3-008
13.2 | 189 | 225 | 250 | 26.9 | 28.2 | 29.1 | 29.7 | 30.1 | 30.3 | DX3-010
Dew Point 15.9 165 | 23.6 | 28.1 | 31.3 | 336 | 35.2 | 36.4 | 37.2 | 376 | 37.9 DX3-012
Bubble Point 10 19.9 | 28.3 | 33.7 | 37.5 | 40.3 | 42.3 | 43.7 | 446 | 452 | 455 DX3-015
26.5 | 37.8 | 45.0 | 50.0 | 53.7 | 56.4 | 58.2 | 59.5 | 60.2 | 60.6 | DX3-020
33.1 | 472 | 56.2 | 625 | 67.1 | 70.4 | 72.8 | 743 | 75.3 | 75.8 | DX3-025
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DX3 Stepper Motor Driven Electronic Expansion Valve |Cooling Controls

&
EMERSON
; Extended Capacity (kW)
'I?;rﬂgggstll?r% R 1 34a Evaporating Temperature (°C) \_f_alve

(*C) 15 10 5 0 5 | <10 | -15 | 20 | 25 | 30 | -35 | -40 ype
21.9 22.0 219 | 21.7 | 215 | 21.1 | 20.7 | 20.2 | 19.7 | 19.1 | 185 | 17.9 DX3-008
27.4 27.5 274 | 272 | 268 | 26.4 | 259 | 253 | 246 | 239 | 23.1 | 223 DX3-010

65 34.2 34.3 342 | 340 | 336 | 33.0 | 324 | 316 | 30.8 | 29.9 | 289 | 27.9 DX3-012
41.0 41.2 41.1 | 408 | 40.3 | 39.6 | 388 | 379 | 36.9 | 358 | 34.7 | 335 DX3-015
54.7 54.9 548 | 543 | 53.7 | 52.8 | 51.8 | 50.6 | 49.2 | 47.8 | 46.3 | 44.7 DX3-020
68.4 68.6 68.5 | 679 | 67.1 | 66.0 | 64.7 | 63.2 | 615 | 59.7 | 57.8 | 55.8 DX3-025
21.7 22.0 221 | 220 | 219 | 216 | 21.3 | 209 | 204 | 199 | 19.3 | 18.7 DX3-008
27.2 27.5 276 | 275 | 273 | 27.0 | 26.6 | 26.1 | 255 | 249 | 24.2 | 234 DX3-010

60 34.0 34.4 345 | 344 | 342 | 338 | 33.2 | 326 | 31.9 | 31.1 | 30.2 | 29.3 DX3-012
40.8 41.2 414 | 41.3 | 410 | 405 | 399 | 39.1 | 38.2 | 373 | 36.2 | 35.1 DX3-015
54.4 55.0 55.2 | 55.0 | 54.6 | 54.0 | 53.2 | 52.1 | 51.0 | 49.7 | 48.3 | 46.8 DX3-020
68.0 68.7 69.0 | 68.8 | 68.3 | 67.5 | 66.5 | 65.2 | 63.7 | 62.1 | 60.4 | 58.6 DX3-025
21.2 21.7 219 | 220 | 219 | 21.8 | 215 | 21.2 | 20.8 | 204 | 19.9 | 19.3 DX3-008
26.5 27.1 274 | 275 | 274 | 27.2 | 269 | 26,5 | 26.0 | 25,5 | 249 | 24.2 DX3-010

56 33.2 33.8 342 | 343 | 343 | 340 | 33.7 | 33.1 | 325 | 31.8 | 31.1 | 30.2 DX3-012
39.8 40.6 | 41.1 | 412 | 41.1 | 40.8 | 404 | 39.8 | 39.0 | 38.2 | 37.3 | 36.3 DX3-015
53.1 54.1 547 | 55.0 | 54.8 | 545 | 53.8 | 53.0 | 52.1 | 50.9 | 49.7 | 48.4 DX3-020
66.4 67.7 68.4 | 68.7 | 686 | 68.1 | 67.3 | 66.3 | 65.1 | 63.7 | 62.1 | 60.5 DX3-025
20.3 21.0 214 | 21.6 | 21.7 | 21.7 | 215 | 21.3 | 21.0 | 20.6 | 20.2 | 19.7 DX3-008
254 26.2 268 | 27.1 | 27.2 | 27.1 | 269 | 26.6 | 26.2 | 25.8 | 25.2 | 24.6 DX3-010

50 31.8 32.8 334 | 338 | 340 | 339 | 337 | 333 | 328 | 32.2 | 315 | 30.8 DX3-012
38.1 39.3 | 40.1 | 40.6 | 40.7 | 40.7 | 404 | 39.9 | 39.4 | 386 | 37.8 | 37.0 DX3-015
50.9 52.5 535 | 54.1 | 54.3 | 54.2 | 539 | 53.3 | 52,5 | 51.5 | 50.5 | 49.3 DX3-020
63.6 65.6 66.9 | 67.6 | 679 | 67.8 | 67.3 | 66.6 | 656 | 64.4 | 63.1 | 61.6 DX3-025
19.0 19.9 206 | 21.0 | 21.2 | 21.3 | 21.3 | 21.1 | 209 | 20.6 | 20.2 | 19.8 DX3-008
23.8 24.9 257 | 26.2 | 265 | 26.6 | 26.6 | 26.4 | 26.1 | 25.8 | 25.3 | 24.8 DX3-010

45 29.7 31.1 321 | 328 | 332 | 333 | 332 | 33.0 | 32.7 | 322 | 316 | 31.0 DX3-012
35.7 37.4 38.6 | 39.4 | 39.8 | 40.0 | 399 | 396 | 39.2 | 38.6 | 38.0 | 37.2 DX3-015
47.6 49.8 514 | 525 | 53.1 | 53.3 | 53.2 | 52.8 | 52.3 | 51.5 | 50.6 | 49.6 DX3-020
59.5 62.3 64.3 | 65.6 | 66.3 | 66.6 | 66.5 | 66.0 | 65.3 | 64.4 | 63.3 | 62.0 DX3-025
17.2 18.5 194 | 20.0 | 204 | 20.7 | 20.7 | 20.7 | 20.6 | 204 | 20.1 | 19.7 DX3-008
215 23.1 242 | 25.0 | 255 | 25.8 | 25,9 | 25,9 | 25.7 | 25,5 | 25.1 | 24.7 DX3-010

0 26.9 28.9 30.3 | 31.3 | 319 | 323 | 324 | 324 | 322 | 31.8 | 31.4 | 30.8 DX3-012
32.3 34.6 36.3 | 375 | 383 | 38.7 | 389 | 388 | 386 | 38.2 | 37.6 | 37.0 DX3-015
43.0 46.2 485 | 50.0 | 51.1 | 51.7 | 51.9 | 51.8 | 51.5 | 50.9 | 50.2 | 49.3 DX3-020
53.8 57.7 60.6 | 625 | 63.8 | 64.6 | 64.8 | 64.7 | 64.3 | 63.6 | 62.7 | 61.7 DX3-025
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DX3 Stepper Motor Driven Electronic Expansion Valve |Cooling Controls

&
EMERSON
; Extended Capacity (kW)
'IC':;QS:P;I&% R134a Evaporating Temperature (°C) \_f_alve
(*C) 15 | 10 5 0 5 | <10 | <15 | 20 | 25 | 30 | -35 | -40 ype
148 | 16,5 | 178 | 18.7 | 19.3 | 19.7 | 20.0 | 20.0 | 20.0 | 19.9 | 19.7 | 194 DX3-008
185 | 20.7 | 22.2 | 234 | 241 | 247 | 249 | 251 | 250 | 249 | 246 | 243 DX3-010
35 231 | 258 | 278 | 29.2 | 30.2 | 30.8 | 31.2 | 31.3 | 31.3 | 31.1 | 30.8 | 30.3 DX3-012
27.7 | 310 | 334 | 350 | 36.2 | 37.0 | 374 | 376 | 375 | 373 | 369 | 364 DX3-015
36.9 | 413 | 445 | 46.7 | 483 | 493 | 499 | 50.1 | 50.0 | 49.7 | 49.2 | 485 DX3-020
46.2 | 51.7 | 55.6 | 584 | 604 | 616 | 624 | 626 | 62.6 | 62.2 | 61.5 | 60.6 DX3-025
114 | 139 | 157 | 17.0 | 179 | 185 | 189 | 19.1 | 19.2 | 19.2 | 19.1 | 18.9 DX3-008
142 | 174 | 196 | 21.2 | 223 | 23.1 | 236 | 239 | 240 | 240 | 238 | 23.6 DX3-010
30 17.7 | 21.8 | 246 | 265 | 279 | 2819 | 295 | 299 | 30.0 | 30.0 | 29.8 | 295 DX3-012
213 | 26.1 | 295 | 318 | 335 | 347 | 354 | 359 | 36.0 | 36.0 | 35.7 | 354 DX3-015
284 | 349 | 393 | 424 | 447 | 46.2 | 47.2 | 478 | 48.0 | 48.0 | 47.7 | 47.2 DX3-020
355 | 436 | 49.1 | 53.0 | 55.8 | 57.8 | 59.0 | 59.8 | 60.0 | 60.0 | 59.6 | 59.0 DX3-025
5.4 103 | 130 | 148 | 160 | 169 | 175 | 179 | 18.2 | 182 | 18.2 | 181 DX3-008
6.8 128 | 16.2 | 184 | 200 | 21.1 | 219 | 224 | 22.7 | 228 | 22.8 | 22.6 DX3-010
o5 8.4 16.1 | 20.2 | 23.1 | 250 | 264 | 274 | 280 | 28.4 | 285 | 285 | 283 DX3-012
10.1 | 193 | 243 | 27.7 | 30.0 | 31.7 | 329 | 33.6 | 340 | 342 | 342 | 34.0 DX3-015
135 | 257 | 324 | 36.9 | 40.0 | 42.3 | 438 | 448 | 454 | 456 | 456 | 453 DX3-020
169 | 32.1 | 405 | 46.1 | 50.1 | 52.8 | 54.8 | 56.0 | 56.7 | 57.0 | 56.9 | 56.6 DX3-025
2.9 9.0 118 | 13.6 | 149 | 158 | 164 | 16.8 | 171 | 17.1 | 17.1 DX3-008
3.6 112 | 148 | 17.1 | 18.7 | 198 | 205 | 21.0 | 21.3 | 214 | 214 DX3-010
20 45 140 | 184 | 21.3 | 23.3 | 24.7 | 25.7 | 26.3 | 26.6 | 26.8 | 26.8 DX3-012
5.4 16.8 | 22.1 | 25.6 | 28.0 | 29.7 | 30.8 | 315 | 32.0 | 321 | 32.1 DX3-015
7.2 224 | 295 | 341 | 373 | 395 | 41.1 | 421 | 42.6 | 429 | 428 DX3-020
9.0 280 | 369 | 426 | 46.6 | 494 | 51.3 | 526 | 53.3 | 53.6 | 53.5 DX3-025
7.4 105 | 124 | 13.7 | 146 | 152 | 156 | 158 | 15.9 DX3-008
9.2 13.1 | 155 | 171 | 18.2 | 19.0 | 195 | 19.8 | 19.9 DX3-010
15 115 | 16.3 | 193 | 21.4 | 228 | 23.7 | 244 | 247 | 249 DX3-012
138 | 19.6 | 23.2 | 25.6 | 27.3 | 28,5 | 29.2 | 29.7 | 29.8 DX3-015
184 | 26.1 | 309 | 342 | 36.4 | 38.0 | 39.0 | 395 | 39.8 DX3-020
23.0 | 32.7 | 386 | 42.7 | 455 | 475 | 48.7 | 49.4 | 49.7 DX3-025
5.2 8.8 109 | 12.2 | 13.2 | 138 | 142 | 144 DX3-008
6.5 11.0 | 13.6 | 153 | 165 | 17.2 | 17.8 | 18.1 DX3-010
10 8.1 13.8 | 17.0 | 19.1 | 206 | 21.6 | 22.2 | 22.6 DX3-012
9.7 16.6 | 204 | 23.0 | 247 | 259 | 26.6 | 27.1 DX3-015
129 | 221 | 272 | 306 | 329 | 345 | 355 | 36.1 DX3-020
16.2 | 27.6 | 340 | 383 | 41.1 | 43.1 | 444 | 45.1 DX3-025
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DX3 Stepper Motor Driven Electronic Expansion Valve |Cooling Controls

&
EMERSON
i Extended Capacity (kW)
?grgiirr];ﬂ?e R32 Evaporating Temperature (°C) \_f_alve

(*C) 15 10 5 0 5 | 10 | -15 | 20 | -25 | -30 | -35 | -40 ype
46.2 | 475 | 485 | 493 | 499 | 503 | 505 | 50.6 | 50.5 | 50.4 | 50.1 | 49.7 DX3-008
578 | 594 | 606 | 616 | 62.3 | 629 | 63.1 | 63.2 | 63.2 | 63.0 | 62.6 | 62.1 DX3-010

65 722 | 742 | 758 | 77.0 | 779 | 786 | 789 | 79.1 | 79.0 | 78.7 | 783 | 77.7 DX3-012
86.7 | 89.0 | 90.9 | 924 | 935 | 943 | 947 | 949 | 948 | 944 | 939 | 93.2 DX3-015
1155 | 118.7 | 121.3 | 123.2 | 124.7 | 125.7 | 126.3 | 126.5 | 126.4 | 125.9 | 125.2 | 124.3 | DX3-020
144.4 | 148.4 | 151.6 | 154.0 | 155.9 | 157.1 | 157.9 | 158.1 | 158.0 | 157.4 | 156.5 | 155.3 | DX3-025
471 | 48.6 | 499 | 508 | 51.6 | 522 | 525 | 527 | 52.8 | 52.7 | 525 | 52.2 DX3-008
588 | 60.8 | 62.3 | 63.6 | 645 | 652 | 657 | 659 | 66.0 | 659 | 65.6 | 65.2 DX3-010

60 735 | 759 | 779 | 795 | 80.6 | 815 | 821 | 824 | 825 | 823 | 820 | 815 DX3-012
883 | 911 | 935 | 953 | 96.8 | 97.8 | 985 | 989 | 99.0 | 988 | 984 | 97.8 DX3-015
117.7 | 1215 | 124.6 | 127.1 | 129.0 | 130.4 | 131.3 | 131.8 | 131.9 | 131.7 | 131.2 | 130.4 | DX3-020
147.1 | 151.9 | 155.8 | 158.9 | 161.3 | 163.0 | 164.2 | 164.8 | 164.9 | 164.7 | 164.0 | 163.1 | DX3-025
46.8 | 48.7 | 50.2 | 514 | 523 | 53.1 | 53.6 | 539 | 54.1 | 54.1 | 54.0 | 53.7 DX3-008
585 | 608 | 62.7 | 642 | 654 | 66.3 | 67.0 | 674 | 676 | 676 | 674 | 67.1 DX3-010

56 732 | 76,0 | 784 | 80.3 | 81.8 | 829 | 837 | 842 | 845 | 845 | 84.3 | 839 DX3-012
878 | 912 | 941 | 96.3 | 98.1 | 99.5 | 100.4 | 101.1 | 101.4 | 101.4 | 101.2 | 100.7 | DX3-015
117.0 | 121.7 | 125.4 | 128.5 | 130.8 | 132.6 | 133.9 | 134.7 | 135.1 | 135.2 | 134.9 | 134.3 | DX3-020
146.3 | 152.1 | 156.8 | 160.6 | 163.6 | 165.8 | 167.4 | 168.4 | 168.9 | 169.0 | 168.6 | 167.9 | DX3-025
456 | 478 | 496 | 511 | 523 | 53.2 | 53.8 | 543 | 54.6 | 54.7 | 54.7 | 54.5 DX3-008
57.0 | 59.8 | 620 | 63.9 | 653 | 66,5 | 67.3 | 679 | 68.2 | 684 | 68.4 | 68.2 DX3-010

50 713 | 747 | 775 | 79.8 | 81.7 | 831 | 841 | 849 | 8.3 | 8.5 | 854 | 85.2 DX3-012
855 | 89.7 | 93.1 | 958 | 98.0 | 99.7 | 101.0 | 101.8 | 102.4 | 102.6 | 102.5 | 102.3 | DX3-015
114.0 | 119.6 | 124.1 | 127.7 | 130.7 | 132.9 | 134.6 | 135.8 | 136.5 | 136.8 | 136.7 | 136.3 | DX3-020
142.6 | 149.4 | 155.1 | 159.7 | 163.3 | 166.2 | 168.3 | 169.7 | 170.6 | 171.0 | 170.9 | 170.4 | DX3-025
435 | 46.2 | 483 | 50.1 | 515 | 52.6 | 535 | 54.1 | 545 | 54.7 | 54.8 | 54.8 DX3-008
544 | 57.7 | 604 | 626 | 644 | 658 | 66.8 | 67.6 | 68.1 | 68.4 | 685 | 68.4 DX3-010

45 68.0 | 721 | 755 | 78.2 | 805 | 822 | 835 | 845 | 851 | 855 | 856 | 855 DX3-012
816 | 865 | 90.6 | 939 | 965 | 98.6 | 100.2 | 101.4 | 102.2 | 102.6 | 102.8 | 102.7 | DX3-015
108.8 | 115.4 | 120.8 | 125.2 | 128.7 | 131.5 | 133.6 | 135.2 | 136.2 | 136.8 | 137.0 | 136.9 | DX3-020
136.0 | 144.2 | 151.0 | 156.5 | 160.9 | 164.4 | 167.1 | 169.0 | 170.3 | 171.0 | 171.3 | 171.1 | DX3-025
405 | 437 | 463 | 484 | 50.1 | 514 | 525 | 53.3 | 539 | 54.2 | 544 | 54.4 DX3-008
50.6 | 546 | 578 | 605 | 62.6 | 643 | 656 | 66.6 | 67.3 | 67.8 | 68.0 | 68.1 DX3-010

0 63.3 | 683 | 723 | 756 | 782 | 804 | 82.0 | 833 | 84.1 | 847 | 850 | 851 DX3-012
759 | 819 | 868 | 90.7 | 939 | 964 | 984 | 999 | 101.0 | 101.7 | 102.0 | 102.1 | DX3-015
101.2 | 109.2 | 115.7 | 120.9 | 125.2 | 128.6 | 131.2 | 133.2 | 134.6 | 135.5 | 136.0 | 136.1 | DX3-020
126.6 | 136.5 | 144.6 | 151.2 | 156.5 | 160.7 | 164.0 | 166.5 | 168.3 | 169.4 | 170.0 | 170.1 | DX3-025
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DX3 Stepper Motor Driven Electronic Expansion Valve |Cooling Controls

&
EMERSON
i Extended Capacity (kW)
'I(':é)rgg:rn;tll?r% R3 2 Evaporating Temperature (°C) \_ll_alve
(*C) 15 10 5 0 5 | 10 | 15 | 20 | 25 | -30 | -35 | -40 ype
36.4 | 403 | 435 | 46.0 | 48.1 | 49.7 | 51.0 | 520 | 52.7 | 53.2 | 53.5 | 53.7 | DX3-008
455 | 504 | 543 | 575 | 60.1 | 62.1 | 63.7 | 65.0 | 659 | 665 | 66.9 | 67.1 | DX3-010
35 569 | 630 | 679 | 719 | 751 | 776 | 79.6 | 812 | 824 | 83.1 | 83.6 | 83.9 | DX3-012
683 | 756 | 815 | 86.3 | 90.1 | 932 | 956 | 974 | 988 | 99.8 | 100.4 | 100.6 | DX3-015
91.1 | 100.9 | 108.7 | 115.0 | 120.1 | 124.2 | 127.4 | 129.9 | 131.8 | 133.0 | 133.8 | 134.2 | DX3-020
113.8 | 126.1 | 135.9 | 143.8 | 150.2 | 155.3 | 159.3 | 162.4 | 164.7 | 166.3 | 167.3 | 167.7 | DX3-025
310 | 360 | 399 | 429 | 454 | 474 | 489 | 50.2 | 51.1 | 518 | 52.2 | 52.5 | DX3-008
388 | 450 | 498 | 53.7 | 56.8 | 59.2 | 61.2 | 62.7 | 639 | 64.7 | 653 | 65.6 | DX3-010
30 485 | 56.2 | 623 | 671 | 709 | 740 | 765 | 784 | 798 | 809 | 816 | 82.0 | DX3-012
581 | 675 | 747 | 805 | 851 | 888 | 91.8 | 941 | 958 | 97.1 | 979 | 98.4 | DX3-015
775 | 90.0 | 99.7 | 107.4 | 1135 | 118.4 | 122.4 | 125.4 | 127.7 | 129.4 | 130.5 | 131.2 | DX3-020
96.9 | 1125 | 124.6 | 134.2 | 141.9 | 148.1 | 152.9 | 156.8 | 159.7 | 161.8 | 163.2 | 164.0 | DX3-025
235 | 303 | 353 | 39.1 | 421 | 445 | 464 | 479 | 490 | 499 | 50.5 | 50.9 | DX3-008
293 | 379 | 441 | 489 | 526 | 556 | 58.0 | 59.9 | 61.3 | 624 | 63.1 | 63.6 | DX3-010
o5 36.7 | 474 | 551 | 61.1 | 658 | 695 | 725 | 748 | 766 | 780 | 789 | 79.5 | DX3-012
440 | 569 | 66.2 | 733 | 79.0 | 834 | 87.0 | 89.8 | 919 | 935 | 94.7 | 95.4 | DX3-015
58.7 | 758 | 88.2 | 97.8 | 105.3 | 111.2 | 116.0 | 119.7 | 122.6 | 124.7 | 126.3 | 127.3 | DX3-020
734 | 94.8 | 110.3 | 122.2 | 131.6 | 139.1 | 145.0 | 149.6 | 153.2 | 155.9 | 157.8 | 159.1 | DX3-025
101 | 225 | 294 | 343 | 38.1 | 410 | 433 | 451 | 465 | 476 | 48.4 | 49.0 | DX3-008
126 | 28.1 | 36.7 | 429 | 476 | 512 | 541 | 56.4 | 58.2 | 59.5 | 60.5 | 61.2 | DX3-010
20 158 | 352 | 459 | 536 | 595 | 64.1 | 67.7 | 705 | 727 | 744 | 756 | 76.5 | DX3-012
189 | 422 | 551 | 644 | 714 | 769 | 812 | 84.6 | 87.3 | 89.3 | 90.8 | 91.8 | DX3-015
252 | 56.3 | 735 | 85.8 | 95.2 | 1025 | 108.3 | 112.8 | 116.3 | 119.0 | 121.0 | 122.4 | DX3-020
316 | 70.3 | 919 | 107.3 | 119.0 | 128.1 | 135.3 | 141.0 | 145.4 | 148.8 | 151.3 | 153.0 | DX3-025
21.3 | 282 | 33.1 | 36.8 | 39.6 | 419 | 436 | 449 | 459 | 46.6 | DX3-008
266 | 353 | 414 | 46.0 | 495 | 523 | 545 | 56.1 | 57.4 | 58.3 | DX3-010
15 332 | 441 | 51.7 | 575 | 619 | 654 | 68.1 | 70.2 | 717 | 72.9 | DX3-012
399 | 529 | 62.1 | 69.0 | 743 | 785 | 817 | 84.2 | 86.1 | 87.5 | DX3-015
532 | 706 | 828 | 92.0 | 99.1 | 104.6 | 109.0 | 112.3 | 114.8 | 116.6 | DX3-020
66.5 | 88.2 | 103.5 | 114.9 | 123.8 | 130.8 | 136.2 | 140.4 | 143.5 | 145.8 | DX3-025
198 | 26.8 | 31.7 | 353 | 380 | 40.1 | 41.8 | 43.0 | 44.0 | DX3-008
247 | 335 | 39.6 | 441 | 475 | 50.2 | 52.2 | 53.8 | 55.0 | DX3-010
10 309 | 419 | 495 | 551 | 594 | 62.7 | 653 | 67.3 | 68.7 | DX3-012
371 | 50.3 | 59.3 | 66.1 | 71.3 | 753 | 784 | 80.7 | 82.5 | DX3-015
494 | 670 | 79.1 | 88.1 | 95.0 | 100.4 | 104.5 | 107.6 | 109.9 | DX3-020
61.8 | 83.8 | 98.9 | 110.2 | 118.8 | 125.5 | 130.6 | 134.5 | 137.4 | DX3-025
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DX3 Stepper Motor Driven Electronic Expansion Valve |Cooling Controls

&
EMERSON
Condensin Extended Capacity (kW)
Tem peratur% R4O4A Evaporating Temperature (°C) \'I/'?/lp\)lg

(°C) 15 | 10 5 0 5 | 10 | ;15 [ 20 [ 25 | -30 [ 35 | -40
156 | 15.7 | 156 | 154 | 152 | 148 | 144 | 139 | 134 | 128 | 122 | 115 DX3-008
195 | 196 | 195 | 193 | 190 | 186 | 181 | 174 | 16.8 | 16.0 | 153 | 144 DX3-010

60 234 | 235 | 235 | 232 | 228 | 223 | 21.7 | 209 | 20.1 | 19.2 | 183 | 17.3 DX3-012
293 | 294 | 293 | 290 | 285 | 279 | 27.0 | 26.1 | 25.1 | 240 | 229 | 21.6 DX3-015
39.0 | 39.3 | 39.1 | 387 | 380 | 37.2 | 36.1 | 349 | 335 | 32.1 | 305 | 28.9 DX3-020
488 | 49.0 | 489 | 484 | 475 | 464 | 451 | 436 | 419 | 40.1 | 38.1 | 36.0 DX3-025
16.6 | 169 | 170 | 170 | 16.8 | 16.6 | 16.2 | 158 | 153 | 14.8 | 14.3 | 136 DX3-008
208 | 21.2 | 21.3 | 21.2 | 21.0 | 20.7 | 203 | 198 | 19.2 | 186 | 179 | 17.1 DX3-010

55 25.0 | 2514 | 255 | 254 | 252 | 249 | 244 | 238 | 23.0 | 223 | 214 | 205 DX3-012
312 | 31.7 | 319 | 31.8 | 315 | 31.1 | 305 | 29.7 | 28.8 | 27.8 | 26.7 | 25.6 DX3-015
41.6 | 423 | 425 | 425 | 421 | 415 | 40.6 | 396 | 38.4 | 37.1 | 35.7 | 34.2 DX3-020
52.0 | 529 | 53.2 | 53.1 | 526 | 51.8 | 50.8 | 49.5 | 48.0 | 46.4 | 44.6 | 42.7 DX3-025
180 | 184 | 186 | 18.7 | 186 | 185 | 182 | 178 | 174 | 169 | 16.4 | 15.8 DX3-008
226 | 23.0 | 233 | 234 | 233 | 23.1 | 22.8 | 223 | 21.8 | 21.2 | 205 | 19.8 DX3-010

50 27.0 | 276 | 28.0 | 28.1 | 28.0 | 27.7 | 27.3 | 26.8 | 26.1 | 254 | 24.6 | 23.8 DX3-012
338 | 346 | 350 | 35.1 | 350 | 34.7 | 342 | 335 | 32.7 | 31.8 | 30.8 | 29.7 DX3-015
451 | 46.1 | 46.7 | 46.8 | 46.7 | 46.3 | 456 | 447 | 436 | 424 | 411 | 39.6 DX3-020
56.4 | 576 | 58.3 | 585 | 58.3 | 57.8 | 57.0 | 55.9 | 54.5 | 53.0 | 51.3 | 49.5 DX3-025
169 | 17.7 | 182 | 184 | 186 | 185 | 184 | 182 | 179 | 175 | 17.1 | 16.6 DX3-008
212 | 22.1 | 22,7 | 23.1 | 23.3 | 232 | 231 | 228 | 224 | 219 | 214 | 20.8 DX3-010

45 254 | 265 | 27.2 | 27.7 | 27.9 | 279 | 27.7 | 27.3 | 269 | 26.3 | 25.7 | 249 DX3-012
318 | 331 | 340 | 346 | 348 | 348 | 346 | 342 | 336 | 329 | 321 | 31.1 DX3-015
424 | 442 | 454 | 46.1 | 465 | 46.4 | 46.1 | 456 | 448 | 439 | 428 | 41.6 DX3-020
53.0 | 55.2 | 56.7 | 57.7 | 58.1 | 58.1 | 57.7 | 57.0 | 56.0 | 54.8 | 53,5 | 51.9 DX3-025
16.2 | 17.2 | 180 | 185 | 188 | 19.0 | 19.0 | 188 | 186 | 183 | 18.0 | 17.6 DX3-008
20.3 | 216 | 226 | 23.2 | 235 | 23.7 | 23.7 | 236 | 233 | 23.0 | 225 | 22.0 DX3-010

40 244 | 259 | 27.0 | 27.8 | 282 | 284 | 284 | 283 | 28.0 | 275 | 27.0 | 264 DX3-012
305 | 324 | 338 | 347 | 353 | 356 | 356 | 354 | 350 | 344 | 33.7 | 33.0 DX3-015
40.7 | 433 | 451 | 463 | 47.1 | 474 | 474 | 47.2 | 46.7 | 459 | 45.0 | 43.9 DX3-020
50.8 | 54.1 | 56.4 | 579 | 589 | 59.3 | 59.3 | 59.0 | 58.3 | 57.4 | 56.3 | 54.9 DX3-025
149 | 163 | 174 | 182 | 186 | 19.0 | 19.1 | 19.1 | 19.0 | 18.8 | 18,5 | 18.2 DX3-008
18.7 | 205 | 21.8 | 22.7 | 23.4 | 23.7 | 24.0 | 240 | 23.8 | 236 | 23.2 | 228 DX3-010

35 224 | 246 | 26.1 | 27.3 | 280 | 285 | 28.7 | 28.7 | 28.6 | 28.3 | 279 | 27.3 DX3-012
28.0 | 30.7 | 32.7 | 341 | 350 | 356 | 359 | 359 | 35.7 | 353 | 348 | 34.2 DX3-015
37.3 | 409 | 436 | 455 | 46.7 | 475 | 479 | 479 | 47.7 | 47.2 | 46.4 | 456 DX3-020
46.7 | 51.2 | 545 | 56.8 | 584 | 594 | 59.8 | 599 | 59.6 | 58.9 | 58.1 | 57.0 DX3-025
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DX3 Stepper Motor Driven Electronic Expansion Valve |Cooling Controls

&
EMERSON
Condensing R404A Exten(.jed Capacity (kW) Valve
Tempoerature Evaporating Temperature (°C) Type
0 15 10 5 0 -5 -10 -15 -20 -25 -30 -35 -40
128 | 148 | 163 | 174 | 181 | 18.6 | 19.0 | 19.1 | 19.1 | 19.0 | 18.8 | 18.6 | DX3-008
16.0 | 18,6 | 204 | 21.7 | 22.7 | 233 | 23.7 | 239 | 24.0 | 23.8 | 23.6 | 23.3 | DX3-010
30 19.2 | 223 | 245 | 26.1 | 27.2 | 28.0 | 28.4 | 28.7 | 28.7 | 28.6 | 28.3 | 27.9 | DX3-012
240 | 278 | 306 | 326 | 34.0 | 350 | 355 | 358 | 359 | 35.7 | 354 | 349 | DX3-015
32.0 | 37.1 | 408 | 435 | 454 | 46.7 | 474 | 478 | 479 | 476 | 47.2 | 46.5 | DX3-020
40.0 | 46.4 | 51.0 | 543 | 56.7 | 58.3 | 59.3 | 59.8 | 59.8 | 59.5 | 58.9 | 58.1 | DX3-025
9.3 125 | 146 | 16.1 | 17.1 | 179 | 184 | 18.7 | 189 | 189 | 18.8 | 18.6 | DX3-008
11.7 | 156 | 183 | 20.1 | 21.5 | 224 | 23.1 | 23,5 | 23.7 | 23.7 | 23.6 | 23.4 | DX3-010
25 140 | 187 | 219 | 242 | 258 | 269 | 27.7 | 28.1 | 284 | 28.4 | 28.3 | 28.0 | DX3-012
175 | 235 | 274 | 30.2 | 322 | 33.6 | 346 | 352 | 355 | 355 | 354 | 350 | DX3-015
234 | 313 | 365 | 40.3 | 429 | 448 | 46.1 | 469 | 473 | 474 | 47.2 | 46.7 | DX3-020
29.2 | 39.1 | 457 | 504 | 53.7 | 56.1 | 57.7 | 58.7 | 59.1 | 59.2 | 59.0 | 58.4 | DX3-025
8.8 121 | 142 | 157 | 16.8 | 17.6 | 18.0 | 184 | 185 | 186 | 18.5 | DX3-008
11.0 | 151 | 17.8 | 19.7 | 21.0 | 22.0 | 22.6 | 23.0 | 23.2 | 23.3 | 23.2 | DX3-010
20 132 | 181 | 213 | 236 | 252 | 264 | 27.1 | 276 | 279 | 279 | 27.8 | DX3-012
165 | 22.7 | 26.7 | 295 | 315 | 33.0 | 33.9 | 345 | 348 | 349 | 34.7 | DX3-015
220 | 30.2 | 356 | 394 | 42.1 | 439 | 452 | 46.0 | 46.4 | 46,5 | 46.3 | DX3-020
275 | 378 | 445 | 49.2 | 526 | 549 | 565 | 57.6 | 58.1 | 58.1 | 57.9 | DX3-025
8.1 115 | 137 | 152 | 16.3 | 170 | 176 | 179 | 18.0 | 18.0 | DX3-008
10.1 | 144 | 172 | 19.0 | 204 | 214 | 22.0 | 224 | 226 | 22.6 | DX3-010
15 121 | 173 | 20.6 | 228 | 245 | 256 | 264 | 269 | 27.1 | 27.1 | DX3-012
151 | 216 | 25.7 | 286 | 30.6 | 32.0 | 33.0 | 33.6 | 339 | 33.9 | DX3-015
20.2 | 28.8 | 343 | 38.1 | 40.8 | 42.7 | 440 | 448 | 452 | 45.2 | DX3-020
253 | 36.0 | 429 | 476 | 51.0 | 53.4 | 55.0 | 56.0 | 56.5 | 56.6 | DX3-025
7.2 108 | 13.0 | 146 | 156 | 164 | 169 | 17.2 | 17.4 | DX3-008
8.9 135 | 16.3 | 18.2 | 196 | 205 | 21.2 | 21.6 | 21.8 | DX3-010
10 10.7 | 16.2 | 196 | 219 | 235 | 246 | 254 | 259 | 26.1 | DX3-012
134 | 203 | 245 | 273 | 294 | 30.8 | 31.7 | 324 | 32.7 | DX3-015
179 | 27.0 | 326 | 365 | 39.2 | 41.1 | 424 | 43.2 | 43,5 | DX3-020
224 | 33.8 | 408 | 456 | 49.0 | 51.3 | 529 | 53.9 | 54,5 | DX3-025

20190811_V3 16



DX3 Stepper Motor Driven Electronic Expansion Valve |Cooling Controls

&
EMERSON
Condensing R507A Extentljed Capacity (kW) Valve
Temp()oeé?ture Evaporating Temperature (°C) Type
15 10 5 0 -5 -10 -15 -20 -25 -30 -35 -40
150 | 151 | 150 | 148 | 145 | 142 | 138 | 13.2 | 12.7 | 121 | 115 | 108 DX3-008
18.7 | 18.8 | 18.7 | 185 | 18.2 | 17.7 | 17.2 | 16.6 | 159 | 152 | 144 | 13.6 DX3-010
60 225 | 226 | 225 | 222 | 21.8 | 21.3 | 206 | 19.9 | 19.1 | 18.2 | 17.3 | 16.3 DX3-012
281 | 282 | 28.1 | 27.7 | 27.2 | 26.6 | 258 | 249 | 238 | 22.7 | 215 | 20.3 DX3-015
374 | 376 | 374 | 370 | 363 | 354 | 344 | 331 | 31.8 | 303 | 28.7 | 27.1 DX3-020
46.8 | 47.0 | 46.8 | 463 | 454 | 443 | 429 | 414 | 39.7 | 379 | 359 | 33.9 DX3-025
16.1 | 164 | 165 | 164 | 163 | 16.0 | 157 | 153 | 148 | 143 | 13.7 | 13.1 DX3-008
20.2 | 205 | 206 | 205 | 20.3 | 20.0 | 196 | 19.1 | 185 | 17.8 | 17.1 | 16.3 DX3-010
55 242 | 246 | 247 | 247 | 244 | 240 | 235 | 229 | 222 | 21.4 | 205 | 19.6 DX3-012
30.2 | 30.7 | 309 | 30.8 | 305 | 30.0 | 29.4 | 28.6 | 27.7 | 26.7 | 25.7 | 245 DX3-015
40.3 | 409 | 41.1 | 41.0 | 406 | 40.0 | 39.2 | 38.1 | 37.0 | 356 | 342 | 32.7 DX3-020
504 | 51.2 | 514 | 51.3 | 50.8 | 50.0 | 49.0 | 47.7 | 46.2 | 446 | 42.8 | 40.9 DX3-025
16.7 | 171 | 173 | 175 | 175 | 173 | 171 | 16.8 | 16.3 | 159 | 154 | 148 DX3-008
208 | 214 | 217 | 219 | 218 | 21.7 | 21.4 | 21.0 | 205 | 199 | 19.2 | 18.6 DX3-010
50 25.0 | 25.7 | 261 | 26.2 | 26.2 | 26.0 | 25.6 | 25.1 | 245 | 239 | 23.1 | 22.2 DX3-012
312 | 321 | 326 | 328 | 327 | 324 | 320 | 314 | 30.6 | 29.8 | 28.8 | 27.8 DX3-015
416 | 42.8 | 434 | 43.7 | 436 | 433 | 426 | 419 | 408 | 39.7 | 384 | 37.1 DX3-020
52.0 | 535 | 543 | 546 | 545 | 541 | 53.3 | 52.3 | 51.1 | 49.6 | 48.1 | 46.3 DX3-025
166 | 173 | 178 | 180 | 182 | 18.2 | 180 | 17.8 | 175 | 171 | 16.7 | 16.2 DX3-008
20.8 | 21.7 | 222 | 22,6 | 22.7 | 22.7 | 226 | 223 | 21.9 | 21.4 | 209 | 20.3 DX3-010
45 249 | 26.0 | 26.7 | 27.1 | 27.3 | 273 | 27.1 | 26.7 | 26.2 | 25.7 | 25.0 | 24.3 DX3-012
311 | 324 | 333 | 339 | 341 | 340 | 33.8 | 334 | 328 | 321 | 31.3 | 30.3 DX3-015
415 | 433 | 444 | 451 | 454 | 454 | 451 | 445 | 43.7 | 428 | 41.7 | 404 DX3-020
519 | 54.1 | 55,5 | 56.4 | 56.8 | 56.7 | 56.3 | 55.6 | 54.7 | 53.5 | 52.1 | 50.6 DX3-025
16.0 | 17.0 | 17.7 | 18.2 | 185 | 18.6 | 18.6 | 185 | 183 | 18.0 | 17.6 | 17.2 DX3-008
200 | 21.2 | 222 | 228 | 23.1 | 233 | 233 | 23.1 | 229 | 225 | 220 | 215 DX3-010
40 240 | 255 | 266 | 27.3 | 27.7 | 279 | 279 | 27.7 | 274 | 27.0 | 264 | 258 DX3-012
299 | 318 | 332 | 341 | 346 | 349 | 349 | 347 | 343 | 33.7 | 33.0 | 32.2 DX3-015
39.9 | 425 | 442 | 455 | 46.2 | 46,5 | 465 | 46.2 | 45.7 | 45.0 | 44.0 | 43.0 DX3-020
499 | 53.1 | 553 | 56.8 | 57.8 | 58.2 | 58.1 | 57.8 | 57.1 | 56.2 | 55.0 | 53.7 DX3-025
147 | 161 | 172 | 179 | 184 | 18.7 | 188 | 18.8 | 18.7 | 185 | 183 | 17.9 DX3-008
184 | 20.2 | 215 | 224 | 23.0 | 234 | 236 | 23.6 | 234 | 232 | 228 | 224 DX3-010
35 221 | 242 | 258 | 269 | 276 | 28.0 | 28.3 | 283 | 28.1 | 27.8 | 27.4 | 26.9 DX3-012
27.6 | 30.2 | 32.2 | 336 | 345 | 350 | 353 | 353 | 351 | 347 | 342 | 335 DX3-015
36.8 | 40.3 | 429 | 44.7 | 46.0 | 46.7 | 47.0 | 47.1 | 46.8 | 46.3 | 45.6 | 44.7 DX3-020
46.0 | 504 | 53.6 | 559 | 575 | 584 | 58.8 | 58.8 | 58,5 | 57.9 | 57.0 | 55.9 DX3-025
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DX3 Stepper Motor Driven Electronic Expansion Valve |Cooling Controls

&
EMERSON

Condensing R507A Extenqed Capacity (kW)c Valve

Tempoerature Evaporating Temperature (°C) Type
€ 15 10 5 0 -5 -10 -15 -20 -25 -30 -35 -40

127 | 147 | 16.1 | 172 | 179 | 184 | 18.7 | 188 | 188 | 18.8 | 18.6 | 18.3 DX3-008

159 | 184 | 202 | 215 | 224 | 23.0 | 234 | 23.6 | 236 | 235 | 23.2 | 229 DX3-010

190 | 22.0 | 242 | 258 | 269 | 27.6 | 28.1 | 283 | 283 | 28.2 | 279 | 275 DX3-012

30 237 | 275 | 30.2 | 322 | 336 | 345 | 351 | 353 | 354 | 352 | 348 | 34.3 DX3-015

316 | 36.7 | 403 | 429 | 447 | 46.0 | 46.8 | 471 | 47.1 | 469 | 46.4 | 45.7 DX3-020

39.6 | 459 | 504 | 536 | 55.9 | 575 | 585 | 58.9 | 59.0 | 58.6 | 58.0 | 57.2 DX3-025

9.3 124 | 145 | 160 | 170 | 17.7 | 183 | 185 | 18.7 | 18.7 | 18.6 | 18.4 DX3-008

11.7 | 155 | 18.1 | 199 | 21.2 | 222 | 22.8 | 23.2 | 234 | 234 | 233 | 23.1 DX3-010

o5 140 | 186 | 21.7 | 239 | 255 | 266 | 274 | 27.8 | 28.0 | 28.1 | 28.0 | 27.7 DX3-012

175 | 233 | 27.1 | 299 | 31.8 | 333 | 342 | 348 | 350 | 351 | 349 | 345 DX3-015

233 | 31.0 | 36.2 | 39.8 | 425 | 443 | 456 | 464 | 46.7 | 46.8 | 46,5 | 46.1 DX3-020

291 | 388 | 452 | 498 | 531 | 554 | 57.0 | 579 | 584 | 58,5 | 58.2 | 57.6 DX3-025

8.8 120 | 141 | 156 | 16.7 | 174 | 179 | 182 | 184 | 184 | 183 DX3-008

110 | 15.0 | 17.7 | 195 | 208 | 21.8 | 224 | 228 | 23.0 | 23.0 | 22.9 DX3-010

20 132 | 181 | 212 | 234 | 250 | 26.1 | 269 | 273 | 276 | 27.6 | 275 DX3-012

165 | 225 | 265 | 293 | 31.2 | 326 | 336 | 342 | 344 | 345 | 343 DX3-015

22.0 | 300 | 353 | 39.0 | 416 | 435 | 448 | 455 | 459 | 46.0 | 45.7 DX3-020

275 | 376 | 441 | 488 | 52.1 | 544 | 56.0 | 56.9 | 57.4 | 575 | 57.2 DX3-025

8.1 115 | 137 | 152 | 16.2 | 169 | 175 | 178 | 179 | 17.9 DX3-008

102 | 144 | 170 | 189 | 203 | 21.2 | 21.8 | 222 | 224 | 22.4 DX3-010

15 122 | 173 | 205 | 22.7 | 243 | 254 | 26.2 | 26.6 | 26.9 | 26.9 DX3-012

152 | 215 | 256 | 283 | 304 | 31.8 | 32.7 | 33.3 | 336 | 33.6 DX3-015

203 | 28.7 | 341 | 378 | 404 | 423 | 43.6 | 443 | 447 | 448 DX3-020

254 | 359 | 426 | 47.3 | 50.6 | 529 | 545 | 55,5 | 55.9 | 56.0 DX3-025

7.3 108 | 13.0 | 145 | 156 | 16.3 | 16.8 | 17.1 | 17.3 DX3-008

9.1 135 | 16.3 | 182 | 195 | 204 | 210 | 214 | 21.6 DX3-010

10 109 | 16.3 | 195 | 21.8 | 234 | 245 | 25.2 | 25.7 | 25.9 DX3-012

136 | 203 | 244 | 272 | 29.2 | 30.6 | 315 | 32.1 | 324 DX3-015

182 | 271 | 325 | 36.3 | 389 | 408 | 42.0 | 428 | 43.2 DX3-020

227 | 33.8 | 40.7 | 454 | 48.7 | 51.0 | 52.6 | 53.5 | 54.0 DX3-025
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DX3 Stepper Motor Driven Electronic Expansion Valve |Cooling Controls

&
EMERSON
Condensing Extended Capacity (kW)
Temperature R449A Evaporating Temperature (°C) \43|F\)/§

(°C) 15 10 5 0 -5 -10 | 15 | 20 | -25 | -30 | -35 | -40
243 | 245 | 246 | 246 | 244 | 242 | 238 | 234 | 229 | 223 | 21.7 | 21.0 DX3-008
30.3 | 30.6 | 30.8 | 30.7 | 30.5 | 30.2 | 29.7 | 29.2 | 28.6 | 278 | 27.1 | 26.2 DX3-010

60 36.4 | 36.8 | 36.9 | 369 | 36.7 | 36.2 | 35,7 | 351 | 343 | 334 | 325 | 315 DX3-012
455 | 46.0 | 46.2 | 46.1 | 458 | 453 | 446 | 438 | 429 | 41.8 | 406 | 39.4 DX3-015
60.6 | 61.3 | 616 | 615 | 61.1 | 60.4 | 59.5 | 585 | 57.2 | 55.7 | 54.2 | 52.5 DX3-020
758 | 766 | 76.9 | 768 | 76.3 | 755 | 744 | 73.0 | 71.4 | 69.6 | 67.7 | 65.6 DX3-025
249 | 253 | 25.6 | 25.7 | 257 | 255 | 25.3 | 249 | 245 | 239 | 234 | 22.8 DX3-008
310 | 316 | 319 | 321 | 321 | 31.9 | 315 | 31.1 | 30.5 | 299 | 29.2 | 284 DX3-010

55 37.3 | 380 | 384 | 385 | 385 | 38.2 | 37.8 | 37.3 | 36.7 | 359 | 3511 | 34.1 DX3-012
46.6 | 475 | 48.0 | 48.2 | 48.1 | 478 | 473 | 46.6 | 458 | 44.9 | 43.8 | 42.7 DX3-015
62.2 | 63.3 | 640 | 642 | 64.1 | 63.7 | 63.1 | 62.2 | 61.1 | 59.8 | 58.4 | 56.9 DX3-020
777 | 79.1 | 79.9 | 80.2 | 80.1 | 79.7 | 78.8 | 77.7 | 76.4 | 748 | 73.0 | 71.1 DX3-025
249 | 256 | 26.0 | 26.3 | 264 | 264 | 26.2 | 259 | 25.6 | 252 | 246 | 24.1 DX3-008
311 | 319 | 325 | 328 | 330 | 329 | 32.7 | 324 | 319 | 314 | 30.8 | 30.1 DX3-010

50 374 | 384 | 391 | 394 | 396 | 395 | 39.3 | 389 | 384 | 37.7 | 37.0 | 36.1 DX3-012
46.7 | 479 | 48.8 | 493 | 495 | 494 | 49.1 | 486 | 479 | 47.1 | 46.2 | 45.2 DX3-015
62.3 | 639 | 65.1 | 65.7 | 66.0 | 659 | 655 | 648 | 63.9 | 628 | 61.6 | 60.2 DX3-020
778 | 799 | 81.3 | 821 | 824 | 823 | 81.8 | 81.0 | 79.9 | 785 | 77.0 | 75.3 DX3-025
244 | 253 | 26.0 | 264 | 26.7 | 26.8 | 26.7 | 26.6 | 26.3 | 259 | 25,5 | 25.0 DX3-008
305 | 31.7 | 325 | 33.0 | 333 | 334 | 334 | 332 | 329 | 324 | 319 | 31.3 DX3-010

45 36.6 | 38.0 | 39.0 | 39.7 | 40.0 | 40.2 | 40.1 | 399 | 39.4 | 389 | 38.3 | 375 DX3-012
458 | 475 | 48.7 | 496 | 50.0 | 50.2 | 50.1 | 49.8 | 49.3 | 48.7 | 47.9 | 46.9 DX3-015
61.0 | 63.3 | 65.0 | 66.1 | 66.7 | 66.9 | 66.8 | 66.4 | 658 | 64.9 | 63.8 | 62.6 DX3-020
76.3 | 79.2 | 812 | 82,6 | 83.3 | 83.7 | 835 | 83.0 | 82.2 | 81.1 | 79.8 | 78.2 DX3-025
234 | 246 | 255 | 26.2 | 266 | 26.8 | 26.9 | 26.8 | 26.7 | 264 | 26.0 | 25.6 DX3-008
29.2 | 30.7 | 319 | 327 | 332 | 335 | 33,6 | 335 | 33.3 | 33.0 | 32.6 | 32.0 DX3-010

40 350 | 369 | 382 | 39.2 | 399 | 40.2 | 404 | 40.3 | 40.0 | 39.6 | 39.1 | 385 DX3-012
43.8 | 46.1 | 47.8 | 49.0 | 49.8 | 50.3 | 50.4 | 50.3 | 50.0 | 49.5 | 489 | 48.1 DX3-015
584 | 615 | 63.7 | 654 | 664 | 67.0 | 67.3 | 67.1 | 66.7 | 66.0 | 65.2 | 64.1 DX3-020
730 | 768 | 79.7 | 81.7 | 83.0 | 83.8 | 84.0 | 839 | 83.3 | 825 | 815 | 80.1 DX3-025
217 | 233 | 245 | 254 | 26.0 | 26,5 | 26.7 | 26.8 | 26.7 | 26.6 | 26.3 | 25.9 DX3-008
271 | 29.1 | 306 | 31.8 | 326 | 33.1 | 334 | 334 | 334 | 33.2 | 328 | 324 DX3-010

35 326 | 35.0 | 36.8 | 382 | 39.1 | 39.7 | 40.1 | 40.2 | 40.1 | 39.8 | 39.4 | 38.9 DX3-012
40.7 | 43.7 | 46.0 | 47.7 | 48.9 | 496 | 50.1 | 50.2 | 50.1 | 49.8 | 49.3 | 48.6 DX3-015
543 | 58.3 | 61.3 | 63.6 | 65.2 | 66.2 | 66.8 | 67.0 | 66.8 | 66.4 | 65.7 | 64.9 DX3-020
678 | 729 | 76.7 | 795 | 814 | 827 | 834 | 83.7 | 835 | 83.0 | 822 | 81.1 DX3-025
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&
EMERSON
Condensin Extended Capacity (kW)
Tem peratur% R449A Evaporating Temperature (°C) \43|F\)/§
(°C) 15 10 5 0 -5 -10 | 15 | 20 | -25 | -30 | -35 | -40
194 | 215 | 231 | 243 | 25.2 | 25.8 | 26.2 | 264 | 265 | 26.4 | 26.2 | 25.9 DX3-008
241 | 269 | 289 | 304 | 314 | 32.2 | 32.7 | 33.0 | 33.0 | 33.0 | 328 | 324 DX3-010
30 29.0 | 322 | 346 | 36.4 | 378 | 38.7 | 39.3 | 39.6 | 39.7 | 39.6 | 39.3 | 38.9 DX3-012
36.3 | 40.3 | 433 | 455 | 472 | 483 | 49.0 | 495 | 49.6 | 495 | 49.1 | 48.7 DX3-015
48.3 | 53.7 | 57.7 | 60.7 | 629 | 644 | 654 | 66.0 | 66.1 | 66.0 | 65.5 | 64.9 DX3-020
604 | 67.1 | 722 | 759 | 786 | 80.5 | 81.8 | 824 | 82.6 | 824 | 819 | 811 DX3-025
16.0 | 18.9 | 21.1 | 22.7 | 23.8 | 24.7 | 253 | 25.7 | 259 | 259 | 258 | 25.7 DX3-008
20.0 | 23.7 | 26.3 | 283 | 298 | 30.8 | 31.6 | 32.1 | 323 | 324 | 323 | 32.1 DX3-010
o5 240 | 284 | 31.7 | 340 | 358 | 37.1 | 379 | 385 | 38.8 | 389 | 38.8 | 385 DX3-012
299 | 355 | 39.6 | 425 | 447 | 46.3 | 474 | 48.1 | 485 | 486 | 48,5 | 48.2 DX3-015
39.9 | 474 | 52.7 | 56.7 | 59.6 | 61.7 | 63.2 | 64.2 | 64.7 | 64.8 | 64.7 | 64.2 DX3-020
499 | 59.2 | 659 | 708 | 745 | 77.2 | 79.0 | 80.2 | 80.8 | 81.0 | 80.8 | 80.2 DX3-025
109 | 155 | 184 | 205 | 22.1 | 23.3 | 240 | 246 | 250 | 25.2 | 252 | 25.2 DX3-008
135 | 19.3 | 23.0 | 25.6 | 276 | 29.0 | 30.0 | 30.8 | 31.2 | 315 | 315 | 314 DX3-010
20 16.3 | 23.1 | 276 | 30.8 | 33.1 | 349 | 36.1 | 369 | 375 | 37.8 | 378 | 37.7 DX3-012
20.3 | 289 | 345 | 385 | 414 | 435 | 451 | 46.2 | 46.8 | 47.2 | 47.3 | 47.1 DX3-015
271 | 385 | 46.0 | 51.3 | 55.2 | 58.1 | 60.1 | 61.6 | 625 | 629 | 63.0 | 62.9 DX3-020
339 | 482 | 575 | 641 | 690 | 726 | 752 | 769 | 78.1 | 78.7 | 78.8 | 78.6 DX3-025
100 | 14.7 | 17.7 | 198 | 21.3 | 225 | 23.3 | 23.8 | 242 | 243 | 244 DX3-008
125 | 184 | 22.1 | 247 | 26.7 | 28.0 | 29.1 | 29.7 | 30.2 | 30.4 | 30.4 DX3-010
15 150 | 221 | 265 | 29.7 | 320 | 33.7 | 349 | 35.7 | 36.2 | 36,5 | 36.5 DX3-012
18.7 | 27.6 | 33.2 | 37.1 | 40.0 | 421 | 436 | 44.6 | 452 | 456 | 456 DX3-015
25.0 | 36.8 | 442 | 495 | 53.3 | 56.1 | 58.1 | 59.5 | 60.3 | 60.8 | 60.9 DX3-020
312 | 459 | 55.2 | 61.8 | 66.6 | 70.1 | 726 | 744 | 754 | 76.0 | 76.1 DX3-025
8.9 13.8 | 16.8 | 189 | 204 | 215 | 22.3 | 228 | 23.1 | 23.3 DX3-008
11.1 | 17.2 | 21.0 | 23.6 | 255 | 26.9 | 278 | 285 | 289 | 29.1 DX3-010
10 134 | 20.7 | 25.2 | 284 | 306 | 32.3 | 334 | 342 | 347 | 349 DX3-012
16.7 | 25.9 | 315 | 354 | 383 | 40.3 | 41.8 | 42.7 | 434 | 437 DX3-015
223 | 345 | 420 | 472 | 51.0 | 53.8 | 55.7 | 57.0 | 57.8 | 58.2 DX3-020
278 | 43.1 | 525 | 59.0 | 63.8 | 67.2 | 69.6 | 71.2 | 723 | 72.7 DX3-025
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&
EMERSON
Condensin Extended Capacity (kW)
Tem peratur% R448A Evaporating Temperature (°C) \_I/_alve

*C) 15 10 5 0 5 | -10 | -15 | 20 | -25 | 30 | -35 | -40 ype
248 | 25.1 | 25.2 | 25.2 | 25.0 | 248 | 24.4 | 24.0 | 234 | 229 | 223 | 21.6 DX3-008
309 | 31.3 | 314 | 314 | 312 | 309 | 305 | 299 | 29.3 | 286 | 27.8 | 26.9 DX3-010

60 371 | 376 | 377 | 377 | 375 | 37.1 | 36,5 | 359 | 351 | 343 | 334 | 323 DX3-012
46.5 | 47.0 | 47.2 | 47.1 | 469 | 46.4 | 457 | 449 | 439 | 429 | 41.7 | 404 DX3-015
619 | 626 | 629 | 628 | 624 | 61.8 | 60.9 | 59.8 | 586 | 57.1 | 55.6 | 53.9 DX3-020
774 | 783 | 786 | 786 | 781 | 77.3 | 76.2 | 748 | 73.2 | 714 | 695 | 67.4 DX3-025
254 | 259 | 26.2 | 26.3 | 26.2 | 26.1 | 25.9 | 255 | 25.1 | 245 | 24.0 | 234 DX3-008
317 | 323 | 326 | 328 | 328 | 32.6 | 322 | 31.8 | 31.3 | 306 | 29.9 | 29.2 DX3-010

55 38.1 | 388 | 39.2 | 394 | 393 | 39.1 | 38.7 | 382 | 375 | 368 | 359 | 35.0 DX3-012
476 | 485 | 49.0 | 49.2 | 49.1 | 489 | 484 | 47.7 | 469 | 46.0 | 449 | 43.8 DX3-015
63.4 | 646 | 653 | 65.6 | 655 | 65.1 | 645 | 63.6 | 625 | 61.3 | 59.9 | 58.3 DX3-020
794 | 80.8 | 816 | 820 | 819 | 81.4 | 80.6 | 795 | 782 | 76.6 | 74.8 | 72.9 DX3-025
254 | 26.1 | 26.6 | 269 | 27.0 | 27.0 | 26.8 | 26,5 | 26.2 | 25.7 | 253 | 24.7 DX3-008
318 | 326 | 332 | 335 | 337 | 33.6 | 334 | 33.1 | 327 | 321 | 315 | 30.8 DX3-010

50 38.1 | 39.2 | 39.8 | 40.2 | 404 | 40.4 | 40.1 | 39.7 | 39.2 | 386 | 37.8 | 37.0 DX3-012
47.7 | 49.0 | 49.8 | 50.3 | 50.5 | 50.5 | 50.2 | 49.7 | 49.0 | 48.2 | 47.3 | 46.3 DX3-015
635 | 65.2 | 66.4 | 67.1 | 67.3 | 67.3 | 66.9 | 66.2 | 65.4 | 643 | 63.1 | 61.7 DX3-020
795 | 816 | 83.0 | 839 | 842 | 84.1 | 836 | 828 | 81.7 | 804 | 78.8 | 77.1 DX3-025
25,0 | 259 | 265 | 27.0 | 27.3 | 27.4 | 273 | 27.2 | 269 | 265 | 26.1 | 25.6 DX3-008
311 | 323 | 331 | 33.7 | 340 | 341 | 341 | 339 | 33.6 | 33.2 | 326 | 320 DX3-010

45 374 | 388 | 39.8 | 404 | 408 | 41.0 | 40.9 | 40.7 | 40.3 | 39.8 | 39.2 | 384 DX3-012
46.7 | 485 | 49.7 | 506 | 51.1 | 51.3 | 51.2 | 50.9 | 50.4 | 49.8 | 49.0 | 48.0 DX3-015
62.3 | 646 | 66.3 | 67.4 | 68.1 | 68.3 | 68.2 | 67.8 | 67.2 | 66.3 | 65.2 | 64.0 DX3-020
779 | 80.8 | 829 | 84.3 | 851 | 854 | 853 | 84.8 | 84.0 | 829 | 81.6 | 80.0 DX3-025
239 | 25.1 | 26.1 | 26.7 | 27.2 | 27.4 | 275 | 27.4 | 273 | 27.0 | 26.7 | 26.3 DX3-008
29.8 | 313 | 325 | 333 | 339 | 342 | 343 | 343 | 341 | 33.7 | 33.3 | 328 DX3-010

40 358 | 37.7 | 39.0 | 40.0 | 40.7 | 41.0 | 41.2 | 41.1 | 409 | 405 | 40.0 | 39.3 DX3-012
447 | 471 | 488 | 500 | 509 | 51.3 | 515 | 514 | 51.1 | 50.6 | 50.0 | 49.2 DX3-015
596 | 62.7 | 65.0 | 66.7 | 67.8 | 68.4 | 68.7 | 685 | 68.1 | 67.4 | 66.6 | 655 DX3-020
746 | 784 | 81.3 | 83.4 | 848 | 855 | 85.8 | 85.7 | 85.2 | 84.3 | 83.3 | 82.0 DX3-025
222 | 239 | 25.1 | 26.0 | 26.6 | 27.1 | 273 | 274 | 273 | 27.2 | 269 | 26.5 DX3-008
27.7 | 298 | 31.3 | 324 | 332 | 338 | 341 | 341 | 341 | 339 | 336 | 33.1 DX3-010

35 333 | 357 | 376 | 389 | 39.9 | 40.5 | 40.9 | 41.0 | 40.9 | 40.7 | 40.3 | 39.8 DX3-012
416 | 447 | 470 | 48.7 | 499 | 50.7 | 51.1 | 51.3 | 51.2 | 50.9 | 50.4 | 49.7 DX3-015
55,5 | 59.5 | 626 | 649 | 665 | 67.6 | 68.1 | 68.3 | 68.2 | 67.8 | 67.1 | 66.3 DX3-020
694 | 745 | 783 | 81.1 | 83.1 | 845 | 852 | 854 | 853 | 848 | 839 | 829 DX3-025
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&
EMERSON
Condensin Extended Capacity (kW)
Tem peratur% R448A Evaporating Temperature (°C) \_ll_alvee
(°C) 15 | 10 5 0 5 | <10 [ 15 [ 20 [ 25 | -30 | -35 | -40 7P
198 | 220 | 23.6 | 249 | 257 | 263 | 26.7 | 27.0 | 27.0 | 27.0 | 26.8 | 26.5 | DX3-008
248 | 275 | 295 | 31.0 | 321 | 329 | 334 | 33.7 | 33.7 | 33.7 | 334 | 33.1 | DX3-010
20 29.7 | 33.0 | 354 | 37.2 | 385 | 395 | 40.1 | 404 | 405 | 40.4 | 40.1 | 39.8 | DX3-012
371 | 412 | 443 | 465 | 482 | 493 | 50.1 | 50.5 | 50.6 | 50.5 | 50.2 | 49.7 | DX3-015
495 | 549 | 59.0 | 62.0 | 642 | 65.7 | 66.8 | 67.3 | 675 | 67.3 | 66.9 | 66.2 | DX3-020
619 | 68.7 | 713.7 | 775 | 80.3 | 82.2 | 835 | 84.2 | 84.4 | 84.2 | 83.7 | 829 | DX3-025
164 | 194 | 216 | 232 | 244 | 25.2 | 259 | 26.2 | 264 | 26,5 | 264 | 26.3 | DX3-008
205 | 243 | 269 | 29.0 | 304 | 315 | 322 | 327 | 33.0 | 33.0 | 33.0 | 32.8 | DX3-010
o5 247 | 29.1 | 324 | 347 | 365 | 37.8 | 38.7 | 39.3 | 39.6 | 39.7 | 39.6 | 39.3 | DX3-012
308 | 36.4 | 405 | 435 | 457 | 473 | 484 | 49.1 | 495 | 49.6 | 495 | 49.2 | DX3-015
411 | 486 | 539 | 579 | 609 | 63.0 | 645 | 655 | 66.0 | 66.1 | 66.0 | 65.5 | DX3-020
514 | 60.7 | 674 | 724 | 76.1 | 788 | 80.7 | 819 | 825 | 82.7 | 825 | 82.0 | DX3-025
114 | 159 | 189 | 21.0 | 22.6 | 23.8 | 246 | 25.2 | 255 | 25.7 | 25.7 | 25.7 | DX3-008
142 | 199 | 236 | 26.2 | 28.2 | 296 | 30.7 | 314 | 319 | 32.1 | 322 | 32.1 | DX3-010
20 170 | 238 | 283 | 315 | 33.8 | 356 | 36.8 | 37.7 | 38.2 | 385 | 38.6 | 38,5 | DX3-012
213 | 29.8 | 354 | 394 | 423 | 445 | 46.1 | 471 | 47.8 | 48.2 | 48.3 | 48.1 | DX3-015
284 | 39.7 | 472 | 525 | 56.4 | 59.3 | 61.4 | 628 | 63.7 | 64.2 | 64.3 | 64.1 | DX3-020
355 | 49.7 | 589 | 65.6 | 705 | 741 | 76.7 | 786 | 79.7 | 80.3 | 80.4 | 80.2 | DX3-025
106 | 152 | 182 | 20.3 | 21.8 | 23.0 | 23.8 | 243 | 246 | 249 | 24.9 | DX3-008
131 | 19.0 | 22.7 | 253 | 27.2 | 28,6 | 29.6 | 30.3 | 30.8 | 31.0 | 31.0 | DX3-010
15 158 | 228 | 27.2 | 304 | 327 | 344 | 356 | 36.4 | 36.9 | 37.2 | 37.3 | DX3-012
198 | 284 | 340 | 380 | 409 | 43.0 | 445 | 455 | 46.2 | 46,5 | 46.6 | DX3-015
26.3 | 379 | 454 | 506 | 545 | 57.3 | 59.3 | 60.7 | 61.6 | 62.0 | 62.1 | DX3-020
329 | 474 | 56.7 | 63.3 | 68.1 | 716 | 742 | 759 | 77.0 | 775 | 77.7 | DX3-025
9.5 143 | 17.3 | 194 | 209 | 22.0 | 22.8 | 23.3 | 23.6 | 23.8 | DX3-008
118 | 178 | 21.6 | 242 | 26.1 | 275 | 284 | 29.1 | 295 | 29.7 | DX3-010
10 142 | 214 | 259 | 29.0 | 31.3 | 329 | 34.1 | 349 | 354 | 35.6 | DX3-012
177 | 26.8 | 324 | 36.3 | 39.1 | 412 | 427 | 43.6 | 443 | 44.6 | DX3-015
23.7 | 35.7 | 43.1 | 484 | 522 | 549 | 56.8 | 58.2 | 59.0 | 59.4 | DX3-020
296 | 446 | 540 | 605 | 65.2 | 68.7 | 71.1 | 72.7 | 73.8 | 74.3 | DX3-025
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EMERSON
Condensing R450A Exten(.jed Capacity (kW)O Valve
Temperature Evaporating Temperature (°C) Type

C) 15 | 10 | 5 o | 5 | 10 | -15 | 20 | 25 | -30 | -35 | -40
190 | 19.1 | 19.1 | 190 | 188 | 184 | 180 | 17.6 | 17.1 | 165 | 159 | 154 DX3-008
237 | 239 | 239 | 237 | 234 | 230 | 225 | 219 | 21.3 | 206 | 199 | 19.1 DX3-010

60 285 | 28.7 | 286 | 284 | 28.1 | 276 | 27.0 | 26.3 | 25.6 | 24.7 | 239 | 229 DX3-012
35.7 | 3569 | 358 | 355 | 35.1 | 345 | 33.7 | 329 | 32.0 | 30.9 | 29.8 | 28.7 DX3-015
475 | 478 | 47.8 | 474 | 46.8 | 46.0 | 450 | 439 | 426 | 41.2 | 39.8 | 38.3 DX3-020
59.5 | 59.8 | 59.7 | 59.3 | 58,5 | 575 | 56.3 | 54.8 | 53.3 | 51.5 | 49.7 | 47.8 DX3-025
18.7 | 19.0 | 19.1 | 191 | 189 | 18.7 | 184 | 18.0 | 176 | 17.1 | 16.6 | 16.0 DX3-008
233 | 23.7 | 238 | 23.8 | 236 | 23.3 | 23.0 | 225 | 21.9 | 21.3 | 20.7 | 20.0 DX3-010

55 28.0 | 284 | 286 | 28,6 | 28.4 | 28.0 | 276 | 27.0 | 26.3 | 25.6 | 24.8 | 240 DX3-012
35.0 | 355 | 357 | 357 | 355 | 350 | 344 | 33.7 | 329 | 32.0 | 31.0 | 30.0 DX3-015
46.7 | 474 | 477 | 476 | 47.3 | 46.7 | 46.0 | 450 | 439 | 42.7 | 414 | 40.0 DX3-020
58.4 | 59.3 | 59.6 | 59.6 | 59.2 | 584 | 57.4 | 56.3 | 54.9 | 53.4 | 51.8 | 50.0 DX3-025
180 | 185 | 188 | 189 | 189 | 188 | 185 | 182 | 179 | 175 | 17.0 | 16.5 DX3-008
224 | 230 | 234 | 235 | 235 | 234 | 231 | 227 | 223 | 21.8 | 21.2 | 20.6 DX3-010

50 269 | 27.7 | 281 | 28.3 | 283 | 281 | 27.7 | 27.3 | 26.8 | 26.1 | 25.4 | 24.7 DX3-012
33.7 | 346 | 351 | 353 | 353 | 351 | 347 | 341 | 335 | 32.7 | 31.8 | 30.9 DX3-015
449 | 46.1 | 46.8 | 47.1 | 47.1 | 46.8 | 46.3 | 455 | 44.6 | 43.6 | 424 | 41.2 DX3-020
56.2 | 57.7 | 58.6 | 589 | 589 | 585 | 57.8 | 56.9 | 55.8 | 54.5 | 53.0 | 515 DX3-025
169 | 176 | 18.1 | 184 | 185 | 185 | 184 | 18.2 | 179 | 176 | 17.2 | 16.7 DX3-008
21.1 | 220 | 226 | 229 | 23.1 | 231 | 23.0 | 22.7 | 224 | 21.9 | 21.4 | 20.9 DX3-010

45 253 | 264 | 271 | 275 | 27.7 | 27.7 | 27.6 | 27.2 | 26.8 | 26.3 | 25.7 | 25.1 DX3-012
316 | 330 | 339 | 344 | 347 | 347 | 344 | 341 | 335 | 329 | 32.2 | 313 DX3-015
422 | 440 | 452 | 459 | 46.2 | 46.2 | 46.0 | 454 | 447 | 439 | 429 | 418 DX3-020
52.7 | 55.0 | 565 | 574 | 57.8 | 57.8 | 57.4 | 56.8 | 55.9 | 54.8 | 53.6 | 52.2 DX3-025
154 | 164 | 171 | 176 | 179 | 180 | 180 | 179 | 17.7 | 175 | 17.1 | 16.8 DX3-008
191 | 204 | 21.3 | 220 | 223 | 225 | 225 | 224 | 221 | 21.8 | 21.4 | 20.9 DX3-010

40 23.0 | 245 | 256 | 264 | 26.8 | 27.0 | 27.0 | 268 | 265 | 26.2 | 25.7 | 25.1 DX3-012
28.7 | 30.7 | 32.0 | 33.0 | 335 | 338 | 33.8 | 336 | 332 | 327 | 321 | 314 DX3-015
38.3 | 409 | 42.7 | 44.0 | 447 | 450 | 45.0 | 447 | 443 | 43.6 | 428 | 41.9 DX3-020
479 | 51.2 | 534 | 55.0 | 559 | 56.3 | 56.3 | 56.0 | 55.4 | 545 | 535 | 52.3 DX3-025
13.2 | 147 | 158 | 165 | 17.0 | 173 | 174 | 17.4 | 174 | 171 | 169 | 16.6 DX3-008
165 | 18.4 | 19.7 | 206 | 21.2 | 21.6 | 21.7 | 21.7 | 21.6 | 214 | 21.1 | 20.7 DX3-010

35 198 | 220 | 236 | 247 | 254 | 259 | 26.1 | 26.1 | 25.9 | 25.7 | 253 | 248 DX3-012
248 | 275 | 295 | 309 | 31.8 | 323 | 326 | 326 | 324 | 32.1 | 316 | 311 DX3-015
33.0 | 36.7 | 394 | 412 | 424 | 431 | 435 | 435 | 433 | 428 | 422 | 414 DX3-020
413 | 459 | 49.2 | 515 | 53.0 | 53.9 | 544 | 544 | 54.1 | 53,5 | 52.7 | 51.8 DX3-025
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Condensing R450A Extent.jed Capacity (kW)o Valve
Tempoerature Evaporating Temperature (°C) Type
) 15 10 5 0 -5 -10 -15 -20 -25 -30 -35 -40
10.2 | 125 | 139 | 150 | 158 | 16.2 | 16,5 | 16.7 | 16.7 | 16.6 | 16.5 | 16.2 | DX3-008
12,7 | 155 | 17.4 | 18.7 | 19.7 | 20.3 | 20.6 | 20.8 | 20.8 | 20.7 | 20.5 | 20.2 | DX3-010
30 153 | 18.6 | 209 | 225 | 23.6 | 243 | 24.7 | 25.0 | 25.0 | 249 | 24.6 | 24.3 | DX3-012
19.1 | 23.3 | 26.1 | 28.1 | 295 | 304 | 310 | 31.2 | 31.2 | 31.1 | 30.8 | 30.3 | DX3-015
255 | 31.1 | 349 | 375 | 393 | 405 | 41.3 | 41.6 | 41.7 | 41.4 | 41.0 | 40.5 | DX3-020
319 | 388 | 436 | 46.9 | 49.2 | 50.7 | 51.6 | 52.0 | 52.1 | 51.8 | 51.3 | 50.6 | DX3-025
4.9 9.2 115 | 131 | 141 | 149 | 154 | 157 | 158 | 158 | 158 | 15.6 | DX3-008
6.2 114 | 144 | 16.3 | 17.6 | 18.6 | 19.2 | 195 | 19.7 | 19.7 | 19.7 | 195 | DX3-010
25 7.4 138 | 17.3 | 19.6 | 21.2 | 223 | 23.0 | 235 | 23.7 | 23.7 | 23.6 | 23.4 | DX3-012
9.3 172 | 21.6 | 245 | 26,5 | 27.8 | 28.8 | 29.3 | 296 | 29.6 | 295 | 29.2 | DX3-015
123 | 229 | 288 | 326 | 353 | 37.2 | 384 | 39.1 | 395 | 39.5 | 39.4 | 39.0 | DX3-020
15.4 | 28.7 | 36.0 | 40.8 | 44.2 | 46.4 | 48.0 | 489 | 494 | 49.4 | 49.2 | 48.7 | DX3-025
25 7.9 105 | 12.0 | 13.1 | 139 | 144 | 147 | 148 | 149 | 14.8 | DX3-008
3.2 9.9 130 | 150 | 164 | 173 | 179 | 183 | 185 | 18.6 | 18.5 | DX3-010
20 3.8 119 | 156 | 18.0 | 19.7 | 20.8 | 21.5 | 22.0 | 22.2 | 22.2 | 22.2 | DX3-012
4.8 149 | 195 | 225 | 246 | 26.0 | 269 | 275 | 27.8 | 27.8 | 27.7 | DX3-015
6.3 199 | 26.1 | 30.1 | 328 | 346 | 359 | 36.7 | 37.0 | 37.1 | 37.0 | DX3-020
7.9 249 | 326 | 376 | 41.0 | 433 | 449 | 458 | 46.3 | 46.4 | 46.2 | DX3-025
6.4 9.1 10.8 | 12.0 | 12.7 | 13.3 | 13.6 | 13.7 | 13.8 | DX3-008
8.0 114 | 135 | 149 | 159 | 16,5 | 169 | 17.1 | 17.2 | DX3-010
15 9.6 137 | 16.2 | 17.9 | 19.1 | 19.8 | 20.3 | 20.6 | 20.6 | DX3-012
12.0 | 17.2 | 20.3 | 22.4 | 23.9 | 248 | 25.4 | 25.7 | 25.8 | DX3-015
16.0 | 229 | 27.1 | 299 | 31.8 | 33.1 | 339 | 34.3 | 344 | DX3-020
20.0 | 28.6 | 339 | 374 | 398 | 414 | 42.3 | 429 | 43.0 | DX3-025
4.3 7.6 9.5 10.7 | 115 | 12.0 | 12.3 | 12.5 | DX3-008
5.3 9.5 11.8 | 13.3 | 143 | 149 | 154 | 15.6 | DX3-010
10 6.4 114 | 142 | 159 | 17.1 | 179 | 18.4 | 18.7 | DX3-012
8.0 143 | 17.7 | 19.9 | 21.4 | 22.4 | 23.0 | 23.4 | DX3-015
10.6 | 19.0 | 23.6 | 26.6 | 28.6 | 29.9 | 30.7 | 31.2 | DX3-020
13.3 | 23.8 | 29.5 | 33.3 | 35.8 | 37.4 | 38.4 | 39.0 | DX3-025
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&
EMERSON
Condensin Extended Capacity (kW)
Temperatu rge R 5 13A Evaporating Temperature (°C) \'|/'?/|p\)/§

(°C) 15 | 10 5 0 5 | -10 | 15 | 20 | -25 | -30 | -35 | -40
171 | 172 | 171 | 169 | 16.6 | 16.3 | 159 | 154 | 149 | 143 | 13.7 | 13.0 DX3-008
214 | 215 | 214 | 212 | 209 | 205 | 199 | 193 | 186 | 17.9 | 17.2 | 16.4 DX3-010

60 257 | 258 | 257 | 254 | 25.0 | 245 | 239 | 23.1 | 22.3 | 21.5 | 20.6 | 19.6 DX3-012
321 | 32.2 | 321 | 31.8 | 31.3 | 30.6 | 29.8 | 289 | 28.0 | 26.9 | 25.7 | 24.6 DX3-015
42.8 | 43.0 | 428 | 424 | 41.7 | 408 | 39.8 | 38.6 | 37.3 | 358 | 343 | 32.8 DX3-020
535 | 53.7 | 53,5 | 53.0 | 52.1 | 51.0 | 49.7 | 48.2 | 46.5 | 44.8 | 42.9 | 40.9 DX3-025
171 | 173 | 174 | 174 | 17.2 | 17.0 | 16.6 | 16.2 | 158 | 152 | 14.7 | 141 DX3-008
214 | 218 | 21.8 | 21.8 | 21.6 | 21.3 | 20.8 | 20.3 | 19.8 | 19.1 | 184 | 17.7 DX3-010

55 257 | 26.1 | 26.2 | 26.1 | 25.8 | 25.5 | 25.0 | 244 | 23.7 | 22.9 | 22.1 | 21.2 DX3-012
321 | 32.6 | 32.7 | 32.6 | 32.3 | 31.9 | 31.2 | 305 | 29.6 | 28.7 | 27.6 | 26.5 DX3-015
428 | 434 | 43.7 | 435 | 431 | 425 | 416 | 406 | 39.5 | 38.2 | 36.8 | 354 DX3-020
535 | 54.3 | 545 | 54.4 | 53.9 | 53.1 | 52.0 | 50.8 | 49.3 | 47.8 | 46.0 | 44.2 DX3-025
16.7 | 17.2 | 174 | 175 | 174 | 173 | 17.1 | 16.8 | 16.4 | 159 | 154 | 149 DX3-008
210 | 215 | 21.8 | 220 | 21.9 | 21.7 | 21.4 | 21.0 | 20.5 | 20.0 | 19.4 | 18.7 DX3-010

50 251 | 258 | 26.1 | 26.3 | 26.2 | 26.0 | 25.7 | 25.2 | 24.6 | 24.0 | 23.2 | 22.4 DX3-012
314 | 32.3 | 32.7 | 329 | 328 | 325 | 32.1 | 31.5 | 30.8 | 29.9 | 29.0 | 28.0 DX3-015
419 | 43.0 | 43.6 | 439 | 438 | 434 | 428 | 420 | 41.0 | 39.9 | 38.7 | 374 DX3-020
52.4 | 53.7 | 545 | 54.8 | 54.7 | 54.2 | 535 | 525 | 51.3 | 49.9 | 48.4 | 46.7 DX3-025
16.0 | 166 | 171 | 17.3 | 174 | 174 | 173 | 17.0 | 16.8 | 16.4 | 16.0 | 155 DX3-008
200 | 209 | 214 | 21.8 | 21.9 | 21.8 | 21.7 | 21.4 | 21.0 | 20.5 | 20.0 | 194 DX3-010

45 240 | 25.0 | 25.7 | 26.0 | 26.2 | 26.1 | 259 | 256 | 25.2 | 24.6 | 24.0 | 23.3 DX3-012
300 | 31.2 | 32.1 | 326 | 328 | 32.7 | 325 | 320 | 315 | 30.8 | 30.0 | 29.1 DX3-015
40.0 | 41.7 | 42.8 | 43.4 | 43.7 | 43.6 | 43.3 | 42.7 | 419 | 41.0 | 40.0 | 38.8 DX3-020
49.9 | 52,1 | 53.4 | 54.3 | 546 | 545 | 54.1 | 53.4 | 52.4 | 51.3 | 49.9 | 48.5 DX3-025
147 | 157 | 164 | 169 | 17.1 | 17.2 | 172 | 17.1 | 169 | 16.5 | 16.2 | 15.8 DX3-008
184 | 19.7 | 205 | 21.1 | 215 | 21.6 | 21.6 | 21.4 | 21.1 | 20.8 | 20.3 | 19.9 DX3-010

40 221 | 236 | 246 | 253 | 25.7 | 259 | 258 | 256 | 25.3 | 24.9 | 244 | 23.8 DX3-012
276 | 295 | 30.8 | 31.7 | 32.1 | 323 | 323 | 32.1 | 31.7 | 31.1 | 30.5 | 29.7 DX3-015
369 | 394 | 411 | 422 | 429 | 43.2 | 43.1 | 428 | 42.3 | 415 | 40.7 | 39.7 DX3-020
46.1 | 49.2 | 51.3 | 52.7 | 53.5 | 53.9 | 53.8 | 53.4 | 52.8 | 51.9 | 50.8 | 49.6 DX3-025
129 | 143 | 153 | 16.0 | 165 | 168 | 169 | 169 | 16.8 | 16,5 | 16.3 | 159 DX3-008
16.2 | 18.0 | 19.2 | 20.1 | 20.7 | 21.0 | 21.1 | 21.1 | 21.0 | 20.7 | 20.4 | 20.0 DX3-010

35 194 | 215 | 230 | 241 | 24.8 | 25.2 | 253 | 253 | 25.2 | 249 | 244 | 24.0 DX3-012
243 | 26,9 | 28.8 | 30.1 | 31.0 | 31.5 | 31.7 | 31.7 | 315 | 31.1 | 30.6 | 29.9 DX3-015
323 | 359 | 384 | 40.1 | 41.3 | 42.0 | 423 | 42.2 | 419 | 415 | 40.8 | 40.0 DX3-020
40.4 | 448 | 480 | 50.1 | 51.6 | 524 | 52.8 | 52.7 | 52.4 | 51.8 | 50.9 | 49.9 DX3-025
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&
EMERSON
Condensin Extended Capacity (kW)
Temperaturge R5 13A Evaporating Temperature (°C) \432/5
(°C) 15 10 5 0 -5 -10 | 15 | 20 | -25 | -30 | -35 | -40
103 | 124 | 138 | 148 | 155 | 160 | 16.3 | 164 | 16.4 | 16.3 | 16.1 | 158 | DX3-008
129 | 155 | 173 | 186 | 195 | 20.1 | 204 | 205 | 205 | 204 | 20.2 | 19.9 | DX3-010
30 154 | 18.6 | 20.8 | 223 | 23.3 | 240 | 244 | 246 | 246 | 245 | 242 | 23.8 | DX3-012
193 | 232 | 26.0 | 279 | 29.2 | 30.0 | 30.6 | 30.8 | 30.8 | 30.6 | 30.2 | 29.8 | DX3-015
257 | 31.0 | 346 | 37.2 | 389 | 40.1 | 40.7 | 41.1 | 41.1 | 40.8 | 40.3 | 39.7 | DX3-020
321 | 38.7 | 432 | 464 | 486 | 50.0 | 509 | 51.3 | 51.3 | 51.0 | 50.4 | 49.6 | DX3-025
5.8 9.5 11.7 | 13.2 | 142 | 149 | 154 | 15,7 | 158 | 158 | 157 | 15.5 | DX3-008
7.3 120 | 147 | 165 | 178 | 18.7 | 193 | 19.6 | 198 | 19.8 | 19.7 | 19.5 | DX3-010
o5 8.7 143 | 176 | 198 | 21.3 | 224 | 23.1 | 235 | 23.7 | 23.7 | 23.6 | 23.3 | DX3-012
109 | 179 | 22.0 | 248 | 26.7 | 28.0 | 28.9 | 294 | 29.6 | 29.7 | 29.5 | 29.2 | DX3-015
145 | 239 | 294 | 330 | 356 | 374 | 385 | 39.2 | 395 | 39.6 | 39.3 | 389 | DX3-020
18.1 | 29.9 | 36.7 | 413 | 445 | 46.7 | 48.1 | 49.0 | 49.4 | 494 | 49.1 | 48.6 | DX3-025
4.4 8.6 109 | 124 | 135 | 142 | 147 | 149 | 15.1 | 151 | 15.0 | DX3-008
5.6 109 | 13.7 | 156 | 169 | 17.8 | 184 | 18.7 | 189 | 189 | 18.8 | DX3-010
20 6.7 13.0 | 16.4 | 18.7 | 20.2 | 21.3 | 22.0 | 224 | 22.6 | 227 | 225 | DX3-012
8.3 16.3 | 206 | 234 | 253 | 26.6 | 275 | 28.0 | 28.3 | 28.3 | 28.2 | DX3-015
111 | 21.7 | 274 | 31.2 | 33.8 | 355 | 36.7 | 374 | 37.7 | 37.8 | 37.6 | DX3-020
139 | 271 | 342 | 389 | 422 | 444 | 458 | 46.7 | 471 | 47.2 | 47.0 | DX3-025
2.1 7.6 100 | 115 | 12.6 | 133 | 13.8 | 14.1 | 14.2 | 14.2 | DX3-008
2.7 9.5 125 | 145 | 158 | 16.7 | 17.3 | 17.7 | 17.8 | 17.9 | DX3-010
15 3.2 114 | 150 | 173 | 189 | 20.0 | 20.7 | 21.2 | 21.4 | 21.4 | DX3-012
4.0 142 | 188 | 21.7 | 23.7 | 25.0 | 259 | 26.4 | 26.7 | 26.8 | DX3-015
5.4 19.0 | 25.0 | 289 | 316 | 334 | 346 | 353 | 356 | 357 | DX3-020
6.7 237 | 31.3 | 36.1 | 39.4 | 41.7 | 432 | 441 | 445 | 44.6 | DX3-025
6.2 8.9 105 | 116 | 123 | 12.8 | 13.1 | 13.2 | DX3-008
7.8 11.1 | 13.2 | 145 | 155 | 16.1 | 16.4 | 16.6 | DX3-010
10 9.4 134 | 158 | 17.4 | 185 | 19.2 | 19.7 | 19.9 | DX3-012
11.7 | 16.7 | 19.8 | 21.8 | 23.2 | 241 | 246 | 249 | DX3-015
156 | 223 | 26.3 | 29.0 | 309 | 32.1 | 32.8 | 33.2 | DX3-020
195 | 278 | 329 | 36.3 | 38.6 | 40.1 | 41.0 | 41.5 | DX3-025
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